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KNOW YOUR TIMETABLE 


i TIMETABLE — A printed booklet which contains Schedules and 
. 5 Special Instructions which affect the movement of trains. 


Schedule folders and pages in the Timetable contain information 
on all Scheduled Trains operated over SEPTA RRD Territory or by 
the SEPTA RRD. 


Instructions relative to an individual line are contained on the pages 
identified for that specific line. 


Instructions relative to more than one line are identified in the 
Special instructions goveming the entire SEPTA RRD System in 
the following manner: 


Special Instructions referring to Rules A through T are prefixed by 
the number 100. Those referring to Rules 1 through 971 have the 
number 1000 added to the rule number. 


The following numbers are assigned to the following operations 
and given Special Instruction numbers as shown below: 


Passenger Train Operation 

Freight Train Operation 

Passenger & Freight Train Operation 
Speeds — Maximum & Various 
Engine & Equipment Restrictions 
Electrical Operations 


STATION PAGE INFORMATION 
The following letters or symbols apply on Station Pages. 


f \ C1 — Indicates Conrail/Amtrak channel 1 in use 
C2 — Indicates Conrail channel 2 in use 
FW — Indicates facing point wired crossover 
P — Indicates in service part time 
R — indicates remotely controlled from 
X — Indicates in service continuously 
TU — Indicates trailing point unwired crossover 
TW — Indicates trailing point wired crossover 
S2 — Indicates SEPTA RDD channel 2 in use 
$3 — Indicates SEPTA RDD channel 3 in use 
S4 — Indicates SEPTA RDD channel 4 in use 
N. — North 
S. — South 
E. — East 
W. — West 
C — Indicates controlled siding 


SCHEDULED TRAINS 


Schedule Folders contain information pertaining totrain schedules 
such as Stations, stops, and times when trains are operating in 
Revenue Service. 


Employees must, while on duty possess Schedule Folders 
identified as follows: 


T.T.4 Airport 
T.T.4 Ril 
T.T.4 R2 
T.T.4 Rs 
T.T.4 R5 
T.T.4 R6 
T.T.4 R7 
T.T.4 R8 
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These codes are printed on the back of the folder. They are the 
same folders that are issued to the public. 


Schedule Pages in the Timetable contain information pertaining to 
train schedules such as ongin/destination and times when trains 
are operating in Non-Revenue service. 


Each Scheduled Train is given a train number for identification 
purposes. 


Trains that only operate on Saturdays except as indicated, will be 
numbered between 1000 and 1999. 


Trains that only operate on Sundays except as indicated, will be 
numbered between 2000 and 2999. 


Trains that originate or terminate at CP-Newtown Jct. will be 
numbered between 0104 and 0199. 


Trains that originate or terminate at Powelton Ave. Yard will be 
numbered between 6000 and 6999. 


Trains that originate or terminate at Penn Center (Suburban 
Station) will be numbered between 7000 and 7999. 


Trains that originate or terminate at Market East will be numbered 
between 8000 and 8999. 


Trains that originate or terminate at Roberts Ave. Yard will be 
numbered between 9000 and 9999. 


The following is a listing of the Non-Revenue Trains operated 
Monday through Friday unless otherwise indicated. 


Train 


Roberts Ave. Yard 4:35 AM | Carmel 4:46 AM 


Roberts Ave. Yard 6:27 AM | CP-Wood 7:00 AM 
Elwyn 5:05 PM | Media 5:09 PM 
Elwyn 5:52 PM | Media 5:56 PM 
Elwyn 6:45 PM | Media 6:49 PM 
Elwyn 11:59 PM | Media 12:03 AM 
Elwyn 12:59 AM | Media 1:03 AM 
Media 6:15 AM | Elwyn 6:19 AM 
Media 6:25 AM | Elwyn 6:29 AM 
Media 7:06 AM | Elwyn 7:10 AM 
Media 7:26 AM | Elwyn 7:30 AM 


Marcus Hook 5:14 PM | 30th Street 5:44 PM 
Marcus Hook 5:32 PM j 30th Street 6:03 PM 
Marcus Hook 5:53 PM | 30th Street 6:14 PM 
Marcus Hook 6:10 PM | Penn Center 6:41 PM 
Marcus Hook 6:25 PM | Penn Center 6:52 PM 
Marcus Hook 11:20 PM | Roberts Ave. Yard | 11:59PM 
Marcus Hook 12:20 PM | Powelton Ave. Yard | 12:45 AM 
Powelton Ave. Yard | 5:00 AM | Marcus Hook 5:35 AM 
Powelton Ave. Yard | 5:40 AM | Marcus Hook 6:10 AM 
Powelton Ave. Yard | 6:00 AM | Marcus Hook 6:30 AM 
Penn Center 6:52 AM | Marcus Hook 7:28 AM 


ie 


Warminster 11:32 PM | Powelton Ave. Yard | 12:25 AM 
Paoli 6:31 AM | Bryn Mawr 6:51 AM 
Paoli 8:53 AM | Bryn Mawr 9:06 AM 
Paoli 9:18 AM | Bryn Mawr 9:36 AM 
Paoli 1:25 PM | Roberts Ave. Yard | 2:09PM { 
Bryn Mawr 5:17 PM | Penn Center 5:33 PM Mee 


5:57 PM | Roberts Ave. Yard 6:28 PM 


Bryn Mawr 


Bryn Mawr 
Bryn Mawr 


6:15 PM 
6:52 PM 


Penn Center 
Penn Center 


6:31 PM 
7:08 PM 





Penn Center 
Bryn Mawr 
Bryn Mawr 
Lansdale 


Cynwyd 

Cynwyd 

Roberts Ave. Yard 
Roberts Ave. Yard 
Roberts Ave. Yard 
Roberts Ave. Yard 
North Broad Street 
Chestnut Hill East 

Chestnut Hill East 

Chestnut Hill East 

Chestnut Hill East 


Roberts Ave. Yard 
Roberts Ave. Yard 
Roberts Ave. Yard 
Fox Chase 
Fox Chase 
Fox Chase 
Fox Chase 
Fox Chase 
Fox Chase 


6:21 PM 
7:25 PM 
8:30 PM 
5:30 AM 
5:52 AM 
6:23 AM 
6:40 AM 
7:11 AM 
7:42 AM 
8:09 AM 
4:43 PM 
6:25 PM 
11:50 PM 


6:13 PM 
7:00 PM 
5:04 AM 
5:44 AM 
6:14 AM 
6:44 AM 
7:44 AM 
5:48 PM 
6:26 PM 
6:42 PM 
12:05 AM 


5:25 AM 
6:10 AM 
6:28 AM 
5:41 PM 
6:21 PM 
6:28 PM 
7:49 PM 
9:51 PM 
11:49 PM 


Paoli 

Paoli 

Paoli 
Thorn 
Thorn 
Thorn 
Thorn 
Bryn Mawr 
Bryn Mawr 
Bryn Mawr 
Paoli 

Paoli 
Roberts Ave. Yard 


30th Street 

Penn Center 
Chestnut Hill East 
Chestnut Hill East 
Chestnut Hill East 
Chestnut Hill East 
Chestnut Hill East 
Roberts Ave. Yard 
Roberts Ave. Yard 
Roberts Ave. Yard 


3 
Train Leave Destination 
No. 


6:39 PM 
7:42 PM 
8:48 PM 
5:46 AM 
6:08 AM 
6:39 AM 
6:56 AM 
7:40 AM 
7:58 AM 
8:25 AM 
4:54 PM 
6:43 PM 
12:16 AM 


6:28 PM 
7:16 PM 
5:25 AM 
6:05 AM 
6:35 AM 
7:05 AM 
8:10 AM 
6:09 PM 
6:47 PM 
7:03 PM 


Powelton Ave. Yard | 12:43 AM 


Fox Chase 

Fox Chase 

Fox Chase 
Market East 
Roberts Ave. Yard 
Roberts Ave. Yard 
Roberts Ave. Yard 
Roberts Ave. Yard 
Roberts Ave. Yard 


5:40 AM 
6:25 AM 
6:55 AM 
6:05 PM 
6:36 PM 
6:43 PM 
8:03 PM 
10:05 PM 
12:03 AM 


The following is a listing of the Non-Revenue Trains operated on 
Saturdays unless other indicated. 


Tae] eee | um | otis | oe 


10:57 PM | Media 11:01 PM 
11:57 PM | Media 12:01 AM 
12:57 AM | Media 1:01 AM 
6:26 AM | Elwyn 6:30 AM 
7:26 AM | Elwyn 7:30 AM 


11:20 PM | Penn Center 11:46 PM 
12:20 AM | Penn Center 12:46 AM 


Marcus Hook 
Marcus Hook 


Roberts Ave. Yard 
Chestnut Hill East 
Roberts Ave. Yard 


7:06 AM 
12:17 AM 
6:45 AM 


Chestnut Hill East 
Roberts Ave. Yard 
Fox Chase 


7:27 AM 
12:38 AM 
7:00 AM 


The following is a listing of the Non-Revenue Trains operated on 
Sundays unless other indicated. 





Elwyn 
Media 


Roberts Ave. Yard 


Paoli 
Roberts Ave. Yard 


Elm St. 


Roberts Ave. Yard 
Chestnut Hill East 


11:59 PM 
6:50 AM 


7:05 AM 


7:27 PM 
9:20 PM 


11:50 PM 


7:09 AM 
1:16 AM 


Penn Center 
Elwyn 


Warminster 


Roberts Ave. Yard 
Paoli 


12:35 AM 
6:54 AM 


7:38 AM 


8:11 PM 
10:12 PM 


Powelton Ave. Yard | 12:37 AM 


Chestnut Hill East 
Roberts Ave. Yard 


7:30 AM 
1:37 AM 
G.O. 401 








KEY TO INSTRUCTIONS CONTAINED 
IN THE STATION PAGES 


The following items are used to designate instructions contained in 
the station pages where applicable. 


. Method of operation/rules in effect, designation and use of 


main and certain auxiliary tracks outside interlocking limits. 


. Train dispatchers in charge. 


. Maximum authorized speeds and speed restrictions. 


. Equipment restrictions. 


. AC electrial operating instructions: 


A. power dispatcher in charge 

B. tracks equipped 

C. pantograph pressure switch operation 
D. special operating conditions 


. Location of standard clocks, bulletin boards and employee 
registers. 


. Location of electrically locked hand operated switches. 


. Location of hand operated switches where Rule 261 is in effect 


that are not electrically locked. 


. Grade crossings. 


A. location/type 
B. special operating conditions 


. Radio base station locations and time monitored. 


. Location of wayside phones connecting with the train 


dispatcher or operator. 


. Telephone numbers. 


. Passenger station platforms (other than low level). 


. Miscellaneous instructions. 


. MU Yard track designations and lengths. 
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Interlocking Station 


Interlocking 


Radio Channels 


AIRPORT LINE 


STATIONS 


Mile Post 
Siding 
Capacity in Feet 


PHIL (Connection to Amtrak 
Main Line) 
R-PENN (Amtrak) 


ELMWOOD AVE {Connection to 
Escape Track) 


CP-60TH STREET NORTH 
R-A TOWER 


A TOWER 


CP-60TH STREET SOUTH 
(Connection to CR-Chester 
Secondary Track) 

R-A TOWER 


CP-90TH STREET NORTH 
(Connection to CR-Chester 
Secondary Track) 

R-A TOWER 


CP-AIRPORT JUNCTION 
R-A TOWER 


AIRPORT TERMINAL A-B 
AIRPORT TERMINAL C-D 
AIRPORT TERMINAL E-F 
END OF TRACK 
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6 AIRPORT LINE 


1. METHOD OF OPERATION/RULES IN EFFECT, 
DESIGNATION AND USE OF MAIN AND CERTAIN i™ 
AUXILIARY TRACKS OUTSIDE INTERLOCKING LIMITS. oo 


Co 60th 
Co North 
CP- No.1 
Airport and 
Junction No. 2 xX 


End of Station 


Airport 
junction Track Tracks 


Elmwood Escape 
Ave. Track 


X — Indicates in service. 


NOTE 1 — A Tower must communicate with Amtrak Penn before 
authorizing occupancy of the Escape Track between Elmwood 
Ave. and Phil. 





NOTE 2 — An exception is authorized for trains not equipped with 
cab signals between CP-60th St. South and CP-90th St. North 
provided an absolute block is maintained in advance of the train. 


NOTE 3 — Trains must report arrival at Airport Terminal E-F to the feN 
operator at A Tower and must not depart without the permission of oO 


the operator at A Tower. 


2. TRAIN DISPATCHER IN CHARGE. 
Desk B at the Regional Rail Operations Center 
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AIRPORT LINE 7 


3. MAXIMUM AUTHORIZED SPEEDS AND SPEED 
RESTRICTIONS. 


Single | No.1 | No.2 | No.3 | No. 4 
Track | Track | Track | Track | Track 
BETWEEN/AT . 


Phil | CP- 
60th St. | 


CP-60th St. North and 
Northern Limits of CP- 
60th St. South 


Within CP-60th St. 

South interlocking 

Southern Limits of 

CP-60th St. South and 

the Northern limits of 

CP-90th St. North 79 79 
Northern limits of 

CP-90th St. North and 

CP-Airport Junction 

CP-Airport Junction all | Route | 

Diverging Routes 135 | 25 | 

Southern Limits of | 


CP-Airport Junction to 
End of Track Restricted Speed 


Elmwood Ave. and Restricted Speed 
Phil on Escape Track’ not exceeding 10 MPH 
4. EQUIPMENT RESTRICTIONS. 
None 


5. AC ELECTRICAL OPERATING INSTRUCTIONS: 


A. power dispatcher in charge 
— SEPTA RRD Wayne Jct. 

B. tracks equipped 
— main, Escape, station and interlocking tracks except, 
trailing point crossover (No. 13) at CP-60th St. South and 
trailing point crossover (No. 7) at CP-90th St. North. 

. pantograph pressure switch operation 

— low position 

D. special operating conditions 
— pantograph(s) must not be raised or lowered between 
the northern limits of CP-Airport Jct. and the end of track 
unless traction power has been removed from the catenary. 
Control of the catenary switch gear is by the operator at A 
Tower via the SEPTA RRD power dispatcher. Requests for 
traction power removal by maintenance personnel will be 
made to the operator at A Tower who will then com- 
municate with the train dispatcher. The train dispatcher will 
then contact the power dispatcher to request the power be 
removed. Once the operator advises the maintenance 
personne] that the desired circuit has been de-energized, 
pantographs may be lowered. Before performing any work 
on the roof or on high voltage circuits of electric equipment, 
the grounding switch must be closed. 
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AIRPORT LINE 


LOCATION OF STANDARD CLOCKS, BULLETIN BOARDS 
AND EMPLOYEE REGISTERS. 


A Tower 

— standard clock and bulletin board 
Airport Terminal E-F 

— bulletin board 


. LOCATIONS OF ELECTRICALLY LOCKED HAND 


OPERATED SWITCHES. 


Elmwood Ave., on single track (Escape Track) 

South of CP-60th St. South, on No. 1 Track (Dubin Lumber) 
South of CP-60th St. South, on No. 1 Track (Silo) 

South of CP-60th St. South, on No. 1 Track (Simmons) 
South of CP-60th St. South, on No. 2 Track (C, C & F) 
South of CP-60th St. South, on No. 1 Track (Penn Bottle) 
North of CP-90th St. North, on No. 1 Track (G.E.) 

North of CP-90th St. North, on No. 2 Track (Phila. Ind. Dev.) 


. LOCATIONS OF HAND OPERATED SWITCHES WHERE 


RULE 261 IS IN EFFECT THAT ARE NOT ELECTRICALLY 
LOCKED. 


None 


. GRADE CROSSINGS. 


A. location/type 
— None 

B. special operating conditions 
— None 


. RADIO BASE STATION LOCATIONS AND TIME 


MONITORED. 


A Tower monitors SEPTA RRD channels 2 and 3 and Conrail 
channel 2 continuously. 


. LOCATION OF WAYSIDE PHONES CONNECTING WITH 


THE TRAIN DISPATCHER OR OPERATOR. 
None 


. TELEPHONE NUMBERS. 


A Tower 

— 823-6670, 823-6671 
Amtrak Penn 

— 895-7610 


. PASSENGER STATION PLATFORMS (OTHER THANLOW 
LEVEL). 


All passengers stations have full length high level platforms. 


. MISCELLANEOUS INSTRUCTIONS. 


A. Location of dual controlled switches. 
interlocking switches at CP-60th St North, CP-60th St 
South, CP-90th St. North and CP-Airport Jct. are dual 
controlled. When necessary, operate in accordance with 
Special Instruction 1104-A1. 


. MU YARD TRACK DESIGNATIONS AND LENGTHS. 
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None 











x< 


interlocking Station 


Radio Channels 


BETHLEHEM RUNNING 
AND INDUSTRIAL TRACKS 


STATIONS 


Mile Post 
Sidings 


CP-STONE (Connection to Main 
and Doylestown Lines and 
CR-Stoney Creek Branch) 
R-WIND 


LANSDALE 
HATFIELD 
SOUDERTON 
TELFORD 
SELLERSVILLE 
PERKASIE 
ROCKHILL 
QUAKERTOWN 
HILLTOP 


DIVISION POST-CONRAIL 
NEW JERSEY DIVISION 


Capacity in Feet 
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BETHLEHEM RUNNING 
10 AND INDUSTRIAL TRACKS 


1. METHOD OF OPERATION/RULES IN EFFECT, 
DESIGNATION AND USE OF MAIN AND CERTAIN 
AUXILIARY TRACKS OUTSIDE INTERLOCKING LIMITS. 


aie 
Bethlehem 
CONRAIL Running 
CP-Stone | NJ Div. 
Division 
Post- Bethlehem 
CONRAIL Industrial 
CP-Stone | NJ Div. 


NOTE 1 — Signal indication or verbal permission from the operator 
at Wind, in lieu of signal indication, will be the authority to occupy 
the running track. 


Trains or track cars operating north of Cannon Ave. (MP 24.9) will 
be instructed by the operator at Wind as to which direction they 
may operate and must not change directions without permission 
from the operator at Wind. 


NOTE 2 — Certain portions of track out of service. 


2. TRAIN DISPATCHER IN CHARGE. 
Desk A at Regional Rail Operations Center 


3. MAXIMUM AUTHORIZED SPEEDS AND SPEED 
RESTRICTIONS. 


CP-Stone and 

Division Post- Bethlehem Running Restricted 
CONRAIL NJ Div. 

CP-Stone and 

Division Post- Bethlehem Industrial Restricted 
CONRAIL NJ Div. 


4. EQUIPMENT RESTRICTIONS. 
None 


5. AC ELECTRICAL OPERATING INSTRUCTIONS: 


A. power dispatcher in charge 
— SEPTA RRD Wayne Jct 
B. tracks equipped 
— interlocking, running and industrial track to a point 325 
feet north of Lansdale as designated by a sign “END OF 
CONTACT WIRE” suspended between the running and 
industrial tracks 
. pantograph pressure switch operation 
— low position 
. special operating conditions 
— None 
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BETHLEHEM RUNNING 
AND INDUSTRIAL TRACKS 11 


. LOCATION OF STANDARD CLOCKS, BULLETIN BOARDS 
AND EMPLOYEE REGISTERS. 


None 


. LOCATIONS OF ELECTRICALLY LOCKED HAND 
OPERATED SWITCHES. 


None 


. LOCATIONS OF HAND OPERATED SWITCHES WHERE 
RULE 261 IS IN EFFECT THAT ARE NOT ELECTRICALLY 
LOCKED. 


None > 


. GRADE CROSSINGS. 
A. location/type 


MUNICIPALITIES 


X — Bucks Only 


Broad St Lansdale 24.20 
Main St. Lansdale 24.35 
Cannon Ave. Lansdale 24.90 
Eighth St. Lansdale 25.10 
Private Hatfield Twp. 25.60 
Schwab Rd. Hatfield Twp. 26.00 
Orvilla Rd. Hatfield Twp. 26.10 
Vine St. Hatfield 26.50 
Main St Hatfield 26.70 
Union St Hatfield 27.40 
Bergey Rd. Hatfield Twp. 28.00 
Township Line Rd. | Hatfield Twp. 28.70 
Broad St. Souderton 29.60 
Central Ave. Souderton 29.90 
Reliance Rd. Souderton 30.20 
Third St. Telford 30.50 
Main St Telford 30.90 
Washington St. Telford 31.10 
Meetinghouse Rd. | West Rockhill Twp.| 32.10 
Clymers Ave. Sellersville 33.10 
Park Ave. Perkasie 34.60 
Market St Perkasie 35.00 
Rockhill Quarry West Rockhill Twp. | 37.30 
Private West Rockhill Twp. | 38.10 
Paletown Rd. Richland Twp. 38.80 


< >» | Gates 


2 
o 
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7 
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X 
X 
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X 
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BETHLEHEM RUNNING 
INDUSTRIAL TRACKS 


MUNICIPALITIES 


Flashers 


Private Richland Twp. 


Fairview Rd. Quakertown 
Hellertown Ave. Quakertown 


Broad 
Mill St 
Califor 


Cherry Rd. Richland Twp. 
Mine Rd. Springfield Twp. 
Private Springfield Twp. 


St Quakertown 
Quakertown 
nia Rd. Richland Twp. 


x KK KK MK 


B. special operating procedures 


NOTE 1 — Crossing watchman on duty continuously. 


NOTE 2 — Trains must approach crossing prepared to stop. Trains 
must ascertain if the crossing protection is operating properly, if itis 
not operating properly provide flag protection for the movement. 


10. 


RADIO BASE STATION LOCATIONS AND TIME 
MONITORED. 


None 


. LOCATION OF WAYSIDE PHONES CONNECTING WITH 
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THE TRAIN DISPATCHER OR OPERATOR. 


Lansdale: 

North end yard 

Wye 

Hatfield — On face of station building 
Souderton — South of R. T. French siding 


Telford — On face of station building 

Telford Middle siding — North and South end 
Sellersville — On face of station building 
Perkasie: 

North end platform 

Wall of station 

Opposite former northward int. signal 

Pole box south end of tunnel 

Tunnel, north and south end 

North end tunnel 


Rock Hill — Pumping Station 


Quakertown — On face of station building 
Quakertown — 7600 feet north of station 


Shelly — Pole box southbound side 


Hilltop — North end siding 
Pole 45/27 N. of Hilltop 





() 





BETHLEHEM RUNNING. 
AND INDUSTRIAL TRACKS | 13 


. TELEPHONE NUMBERS. 
Wind 
— 951-6956 


. PASSENGER STATION PLATFORMS (OTHER THANLOW 
LEVEL). | 


None 


. MISCELLANEOUS INSTRUCTIONS. 
None 


. MU YARD TRACK DESIGNATIONS AND LENGTHS. 
None 
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14 CHESTNUT HILL EAST LINE 





STATIONS 


Mile Post 
Sidi 
Capacity in Feet 


WAYNE (Connection to Main 
Line and CR-Blue Line 
Connecting Branch) 


WAYNE JUNCTION 
FISHERS 

WISTER 

GERMANTOWN 

WASHINGTON LANE 

STENTON 

GORGAS 

SEDGWICK 

MT. AIRY 

WYNDMOOR 

GRAVERS . iN 
END/BEGIN RUNNING TRACK . 
SPRING 

CHESTNUT HILL EAST 





NOTE 1 — Trains entering MU yard at Chestnut Hill East must 
report clear of No. 2 Running Track to operator at Wayne. 
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CHESTNUT HILL EAST LINE 15 


1. METHOD OF OPERATION/RULES IN EFFECT, 
DESIGNATION AND USE OF MAIN AND CERTAIN 
AUXILIARY TRACKS OUTSIDE INTERLOCKING LIMITS. 


End/Begin 
Running 
Wayne Track 
End/Begin 
Wayne Running 
Track 


Rion” | Ghesrt | Renaag’ NO? 
Track Tracks Rule 112 


Chestnut Hill 
East Yard 
X — Indicates in service. 


Tracks are numbered from west to east. 


NOTE 1 — No. 1 and No. 2 running are controlled by operated at 
Wayne. 


Approach (Rule 285) indication on northward signal No. 2 track 
located south of End/Begin Running Track is authority to enter No. 
2 Running Track. 


NOTE 2 — Atthe following locations the second paragraph of Rule 
151 will not apply. Trains may operate against the current of traffic 
under manual block signal system rules without a train order: 


No. 2 track from Wister to Wayne when authorized by the train 
dispatcher on verbal permission of the operator at Wayne. 


The train dispatcher must determine that the block is clear of all 
opposing movements. Form J train order must be issued to the 
operator in charge of that track. The operator must apply blocking 
devices with signal in Stop position, at station where opposing 
movements must be held. Notation confirming this procedure must 
be made on the Dispatcher’s Record of Movement of Trains and 
the operator's Station Record of Train movements before 
permission is granted. 


The conductor and engineer must receive verbal permission anda 
Clearance Form A. 


NOTE 3 — Trains must report arrival at Chestnut Hill East to the 
operator at Wayne and must not depart without the permission of 
the operator at Wayne. 


2. TRAIN DISPATCHER IN CHARGE. 
Desk A at the Regional Rail Operations Center 
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16 CHESTNUT HILL EAST LINE 


3. MAXIMUM AUTHORIZED SPEEDS AND SPEED 
RESTRICTIONS. 


Single No. 2 No. 4 

Track Track Track 

BETWEEN/AT . : : : 
Te Te Te Te 


Wayne (within Inter- 
locking Limits) 
Wayne and End/Begin 
Running Track 

Wister — curve 

south of 

Germantown — curve 
at Station 


Chestnut Hill East 
and End/Begin Restricted Speed 
Running Track not exceeding 10 MPH 


Chestnut Hill Restricted Speed 
East Yard not exceeding 5 MPH 


. EQUIPMENT RESTRICTIONS. 


Silverliner IV Locomotives are prohibited from occupying No. 2 
yard track at Chestnut Hill East. 


. AC ELECTRICAL OPERATING INSTRUCTIONS: 


A. power dispatcher in charge 
— SEPTA RRD Wayne Jct. 

B. tracks equipped 
— main, interlocking, running tracks, Chestnut Hill East 
Yard (except No. 5 Track) and crossovers at Gorgas and 
Spring. 

. pantograph pressure switch operation 

— low position 

D. special operating conditions 
— None 


. LOCATION OF STANDARD CLOCKS, BULLETIN BOARDS 
AND EMPLOYEE REGISTERS. 
Wayne 
— standard clock and bulletin board 

. LOCATIONS OF ELECTRICALLY LOCKED HAND 
OPERATED SWITCHES. 
None 


. LOCATIONS OF HAND OPERATED SWITCHES WHERE 
RULE 261 IS IN EFFECT THAT ARE NOT ELECTRICALLY 
LOCKED. 


None 


. GRADE CROSSINGS. 


A. location/type 
— None 

B. special operating conditions 
— None 
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CHESTNUT HILL EAST LINE 17 


. RADIO BASE STATION LOCATIONS AND TIME 
MONITORED. 


Wayne monitors SEPTA RRD channels 3 and 4 and Conrail, 
channel 2 continuously 


. LOCATION OF WAYSIDE PHONES CONNECTING WITH 
THE TRAIN DISPATCHER OR OPERATOR. 


N. End of Electric Car Shop 

Haines St. Bridge 

Wyndmoor on end of Station Bidg. 

Northward block signal at Spring 

Cabin at Spring 

South end of station platform, Chestnut Hill East 
Chestnut Hill East Station “Crew Room” 


. TELEPHONE NUMBERS. 
Wayne 
— 951-6953 
. PASSENGER STATION PLATFORMS (OTHER THAN LOW 
LEVEL). 
None 


. MISCELLANEOUS INSTRUCTIONS. 


A. Location and normal position of spring switches. 
Crossover at Spring (both ends of the crossover): on No. 2 
Running Track normal position is lined for the crossover; 
on No. 1 Running Track normal position is lined for No. 1 
Running Track. 


. Application of Rule 509 
When Stop Signal (Rule 292) is displayed on northward 
signal located south of Begin Running Track on No. 2 
Track, or on southward signal located north of Spring on 
No. 1 and No. 2 Running Tracks, authority to pass signal 
must be obtained from the operator at Wayne as authorized 
by Rule 241. 


NOTE — Northward signal on No. 1 Track is a switch open/closed 
signal. When displaying a red aspect Rule 294{b) crew member 
must examine the switch points before proceeding. A green aspect 
Rule 294(a) will apply when normal. 


C. Application of Rule 514 
Signal governing northward movements on No. 2 Track 
located south of End/Begin Running Track, and signals 
governing southward movement on No. 1 and No. 2 
Running tracks located north of Spring will indicate the 
condition of the track between the signal and the “END 
AUTOMATIC BLOCK SIGN”. 
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18 CHESTNUT HILL EAST LINE 


15. MU YARD TRACK DESIGNATIONS AND LENGTHS. 
Chestnut Hill East Yard 


bumper 


ee 
ee ee 
eer 
Ce 


Track name/number length In feet abv oe jpom 
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CHESTNUT HILL WEST LINE 19 





STATIONS 


Mile Post 
Sidi 
Capacity in Feet 


NORTH PHILADELPHIA 
(Connection to Amtrak Main 
Line) 


WESTMORELAND 
MIDVALE 

QUEEN LANE 
CHELTEN AVENUE 
TULPEHOCKEN 
UPSAL 
CARPENTER 
ALLEN LANE 
CRESHEIM 

ST. MARTINS 
HIGHLAND 
CHESTNUT HILL WEST 


Oo 





Interlocking Station, Block Station and 
Train Order Station Is open as follows: 


ee 


Chestnut Hill West 5:55 A.M. to 11:55 P.M., Daily 
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20 CHESTNUT HILL WEST LINE 


1. METHOD OF OPERATION/RULES IN EFFECT, 
DESIGNATION AND USE OF MAIN AND CERTAIN 
AUXILIARY TRACKS OUTSIDE INTERLOCKING LIMITS 


5 |e 
2/9 \ge/8 


North Chestnut 

Philadelphia | Hill West X|X X 

North Chestnut 

Philadelphia | Hill! West X|X X | X |W. 
X 


— Indicates in service. 
Tracks are numbered from south to north. 


2. TRAIN DISPATCHER IN CHARGE. 
Desk A at Amtrak “S” Office 


3. MAXIMUM AUTHORIZED SPEEDS AND SPEED 
RESTRICTIONS. 


Single | No. 1 | No.2 | No.3 | No. 4 
Track | Track | Track | Track | Track 
Li. Li. L.. Le 


North Philadeiphia and 
Western limits of 
Chestnut Hill West 
Interlocking 


Curve at North 
Philadelphia 15 15 


Curve between Queen 
Lane and Chelten 
Avenue 


Curve between Chelten 
Avenue and undergrade 
bridge 3.10 


First curve east of 
Allen Lane 


Curve between Western 
limits Chestnut Hill West 
Interlocking and Highiand 


Chestnut Hill West 
Interlocking and 
end of trac 


Restricted Speed 
not exceeding 10 MPH 


Between Against Current of Traffic 


Entire Branch | |4ofsol4ojas} | | | | 
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CHESTNUT HILL WEST LINE 21 


4. EQUIPMENT RESTRICTIONS. 


Model of Engines 
See 1160-A1 


sei sfa}alals|e 


Entire branch X |X 
Between Allen Lane and Chestnut 
Hill West xX | 
Pioneer Paper 
Budd’s at Hunting Park xX |X 
Midvale Yard — Industrial Tracks (1) (3) 
Br. 3.47 — Pamona Street 50 |50 | X 
Br. 5.44 — Cresheim Valley (2) (4) X|X]X |X 


Cars, loads or other equipment measuring in excess of 16 feet 
above top of rail must not be moved eastward on Chestnut Hill 
West Line from a point 1235 feet east of Midvale crossover. This 
location is indicated by a sign with white letters on black 
background suspended from cross span at catenary pole No. H-47 
reading: LIMIT HIGH CUBE CARS. 


NOTE 1 — GP9 engines are prohibited. 


NOTE 2 — Twoengines, except MU engines, must not be coupled 
together when crossing the bridge; at least one empty car must be 
placed between any two engines operating over the bridge. 


Car and lading exceeding 150,000 pounds prohibited. 


Wreck derricks 150 tons or less may be moved over this bridge not 
exceeding 5 MPH, and must have at least 2 empty cars between 
the derrick and engine. 


No other movement must be made on adjacent track while derrick 
is being moved over this bridge. 


NOTE 3 — Cars 89 feet 6 inches in length when coupled to cars 
less than 50 feet in length are prohibited on the lead to Midvale 
Heppenstall, second curve from connection to run-around track. 


NOTE 4 — GP9 engines may be authorized to cross Cresheim 
Valley Bridge by special permission of Assistant General 
Superintendent or designated employee. 


5. AC ELECTRICAL OPERATING INSTRUCTIONS: 


. power dispatcher in charge 
— Amtrak power director at 30th St 
. tracks equipped 
— main, interlocking, and station tracks and crossover at 
Cresheim. 
. pantograph pressure switch operation 
— high position 
. special operating conditions 
— None 
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CHESTNUT HILL WEST LINE 21 


4. EQUIPMENT RESTRICTIONS. 


Model of Engines 
See 1160-A1 


=a_ s[alala|sle 


Entire branch X |X 
Between Allen Lane and Chestnut 
Hill West xX 
Pioneer Paper 
Budd's at Hunting Park X | X 

Midvale Yard — Industrial Tracks (1) (3) 

Br. 3.47 — Pamona Street 50 |50| X 
Br. 5.44 — Cresheim Valley (2) (4) X|X1]X]xX 


Cars, loads or other equipment measuring in excess of 16 feet 
above top of rail must not be moved eastward on Chestnut Hill 
West Line from a point 1235 feet east of Midvale crossover. This 
location is indicated by a sign with white letters on black 
background suspended from cross span at catenary pole No. H-47 
reading: LIMIT HIGH CUBE CARS. 


NOTE 1 — GP9 engines are prohibited. 


NOTE 2 — Two engines, except MU engines, must not be coupled 
together when crossing the bridge; at least one empty car must be 
placed between any two engines operating over the bridge. 


Car and lading exceeding 150,000 pounds prohibited. 


Wreck derricks 150 tons or less may be moved over this bridge not 
exceeding 5 MPH, and must have at least 2 empty cars between 
the derrick and engine. 


No other movement must be made on adjacent track while derrick 
is being moved over this bridge. 


NOTE 3 — Cars 89 feet 6 inches in length when coupled to cars 
less than 50 feet in length are prohibited on the lead to Midvale 
Heppenstall, second curve from connection to run-around track. 


NOTE 4 — GP9 engines may be authorized to cross Cresheim 
Valley Bridge by special permission of Assistant General 
Superintendent or designated employee. 


5. AC ELECTRICAL OPERATING INSTRUCTIONS: 


. power dispatcher in charge 
— Amtrak power director at 30th St. 

. tracks equipped 
— main, interlocking, and station tracks and crossover at 
Cresheim. 

. pantograph pressure switch operation 
— high position 

D. special operating conditions 

— None 
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22 


CHESTNUT HILL WEST LINE 


. LOCATION OF STANDARD CLOCKS, BULLETIN BOARDS 


AND EMPLOYEE REGISTERS. 


Chestnut Hill West 
— standard clock, bulletin board and employee register 


. LOCATIONS OF ELECTRICALLY LOCKED HAND 


OPERATED SWITCHES. 
None 


. LOCATIONS OF HAND OPERATED SWITCHES WHERE 


RULE 261 IS IN EFFECT THAT ARE NOT ELECTRICALLY 
LOCKED. 


None 


. GRADE CROSSINGS. 


A. location/type 
— None 

B. special operating conditions 
— None 


. RADIO BASE STATION LOCATIONS AND TIME 


MONITORED. 


Chestnut Hill West monitors Conrail/Amtrak channel 1 when 
open. 

Amtrak North Philadelphia monitors Conrail/Amtrak channel 1 
continuously. 


. LOCATION OF WAYSIDE PHONES CONNECTING WITH 


THE TRAIN DISPATCHER OR OPERATOR. 
— None 


. TELEPHONE NUMBERS. 


Chestnut Hill West 

— 456-5149 

Amtrak North Philadelphia 
— 895-7607 

Conrail Midvale Yard Office 
— 977-5985 


. PASSENGER STATION PLATFORMS (OTHER THAN LOW 


G.O. 401 


LEVEL). 


Chelten Ave. and Chestnut Hill West are equipped with full 
length high level platforms. Queen Lane is equipped with 
partial high level platforms located near the east stairs of the 
low level platform on No. 1 track and on the western end of the 
low level platform on No. 2 track. 











CHESTNUT HILL WEST LINE 23 


14. MISCELLANEOUS INSTRUCTIONS. 


A. Chestnut Hill West 

— Power operated split switch derails on both No. 1 and 
No. 2 Station Tracks, located 50 feet east of home signals 
governing westward movement from the station, are 
controlled by the interlocking station. Each derail is 
equipped with a switch lamp for westward movement from 
the station displaying red when set for derailing and yeliow 
when set for westward movement to proceed. Westward 
trains must not start from the platform until yellow aspect 
appears on switch lamp in addition to the home signal 
governing westward movement indicating other than Stop. 
Eastward movement to the station will trail through derail 
on either track in derailing position. If any movement is 
stopped before entire train is clear of derail, the movement 
must not be reversed or slack taken. 


— When Chestnut Hill West Interlocking, block and train 
order station is closed; 


eastward trains must reportto the operator at Amtrak North 
Philadelphia upon arrival at Chestnut Hill West 


when the eastbound interlocking signal at Chestnut Hill 
West is displaying “Stop Signal” (Rule 292) the operator at 
Amtrak North Philadelphia may grant permission to pass it 
in an eastward direction provided the route is inspected by 
the employee receiving permission prior to the operator 
authorizing the movement. 





— Refer to Special Instruction 1154-A9. 


a 15. MU YARD TRACK DESIGNATIONS AND LENGTHS. 
None 
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24 DOYLESTOWN LINE 


STATIONS 


Interlocking Station 
Mile Post 
Siding 

Capacity in Feet 


CP-STONE (Connection to 
Main Line, CR-Stoney Creek 
Branch and Bethlehem 
Running and Industrial Tracks) 
R-WIND 


LANSDALE 
CP-LAND (North End of Lansdale 
Siding) 
R-WIND 
FORTUNA 
COLMAR 
LINK BELT (Wood Siding) 


CP-LINK 
R-WIND 


CHALFONT 


CP-FOREST (Forest Siding) 
R-WIND 


NEW BRITAIN 
DEL VAL COLLEGE 


CP-DOYLE (Long Siding} 
R-WIND 





End of Main Track { sTanoN 
DOYLESTOWN TRACK 


NOTE 1 — Controlled signals. 

NOTE 2 — Controlled signals and northward take siding indicator. 
NOTE 3 — Controlled signals. 

NOTE 4 — Southward controlled signal. 


@ 
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DOYLESTOWN LINE 25 


1. METHOD OF OPERATION/RULES IN EFFECT, 
DESIGNATION AND USE OF MAIN AND CERTAIN 
a. AUXILIARY TRACKS OUTSIDE INTERLOCKING LIMITS 


r-) 
TRACK 5 ‘ $s 
éf|2 


[or-sione | GP-Dove [singe Ix! [xl [11 | 


Forest 
South end Siding 


CP-Doyle | Doylestown | Station 


Lansdale 
MU Yard All 


X — Indicates in service. 
NOTE 1 — Assigned direction is north. 


2. TRAIN DISPATCHER IN CHARGE. 
Desk A at Regional Rail Operations Center 

3. MAXIMUM AUTHORIZED SPEEDS AND SPEED 
RESTRICTIONS. 


 Single/ 
Other/ 
Routes 


a BETWEEN/AT 


CP-STONE and CP-DOYLE | ao | 


CP-STONE — Diverging routes 


FOREST SIDING — 


| 2 | 10 

Northward thru spring switch at Southend 15 | 10° 

Southward thru spring switch at Southend 10 | 10° 

Northward thru spring switch at Northend [40 | a8 | 

Southward thru spring switch at Northend | 40 | 25 | 
MP 6.1 — Route 202 | 20 | 


Restricted Speed 
Long Siding not exceeding 10 MPH 


Restricted Speed 
Lansdale MU Yard not exceeding 5 MPH 


STATION TRACK 


Restricted Speed 
not exceeding 10 MPH 


CP-Doyle to Doylestown 
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26 DOYLESTOWN LINE 


4. EQUIPMENT RESTRICTIONS. 
A. In referrence to the models of engines listed in Special 
Instructions 1160-A1: 
— Column 5 engines are prohibited. x 


. AC ELECTRICAL OPERATING INSTRUCTIONS: 


. Power dispatcher in charge 
- —-- SEPTA RRD Wayne Jct. 
. tracks equipped 
— main and station track, Lansdale MU Yard, Lansdale, 
Wood, Forest and Long sidings and the crossover at 
Doylestown 
C. pantograph pressure switch operation 
— low position 
D. special operating conditions 
— None 


. LOCATION OF STANDARD CLOCKS, BULLETIN BOARDS 
AND EMPLOYEE REGISTERS. 


None 


. LOCATIONS OF ELECTRICALLY LOCKED HAND 
OPERATED SWITCHES. 


North of Lansdale on Single Track (No. 2 and No. 3 track, 

MU Yard) 

North of Lansdale on Single Track (No. 1 track, MU Yard) 

North of CP-Land on Single Track (north end of Lansdale 

Siding) a 


North of CP-Land on Single Track (Wye track) 


South of Walnut St. on Single Track (American Olean Tile 
No. 1) 

South of Walnut St. on Single Track (American Olean Tile 
No. 2) 

South of CP-Link on Single Track (Wood Siding) 

South of CP-Doyle on Single Track (south end of Long 
Siding) 


. LOCATIONS OF HAND OPERATED SWITCHES WHERE 
RULE 261 IS IN EFFECT THAT ARE NOT ELECTRICALLY 
LOCKED. 


South of Fortuna on Single Track (Lansdale Warehouse) 
South of Link-Belt on Single Track (FMC) 

North of Link-Belt on Single Track (ITE) 

North of Chalfont on Single Track (Hartzel) 

North of New Britain on Single Track (Bateman Brothers) 


(2 
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DOYLESTOWN LINE 27 


9. GRADE CROSSINGS. 


an A. location/type 
> 
6 

/ 
£|e|a/£ 
g/3| ile 
L|o|x</a 

Main St. Lansdale X |X 

Fifth St. Lansdale X 

Seventh St. Lansdale X 

Tile Hatfield Twp. 

Wainut St Hatfield Twp. x 

Cowpath Rd. Hatfield Twp. X 

Route 309 Hatfield Twp. xX 

County Line Rd. | Hatfield Twp. X 

School House Rd. | New Britain Twp. X 

Private New Britain Twp. 

Private New Britain Twp. 

Private Chalfont 

Route 202 New Britain Twp. 

-_ Sand Rd. New Britain Twp. 

Tamanend Ave. New Britain Twp. 

Beulah Rd. Doylestown Twp. 

Shady Retreat Rd. | Doylestown Twp. 

Lower State Rd. | Doylestown Twp. | 9.00 | All X 


B. special operation conditions 
| See 
rakeK 1103-A1 3 
° 
1|2/s|4|s/6/s 
Lansdale 5th St. Yard 
| sthst : 
Link Belt | Walnut St FMC X 
Track 


10. RADIO BASE STATION LOCATIONS AND TIME 
MONITORED. 


None 
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28 DOYLESTOWN LINE 


11. LOCATION OF WAYSIDE PHONES CONNECTING WITH 
THE TRAIN DISPATCHER OR OPERATOR. 


Lansdale — MU Yard Entrance {iN 
CP-Stone — Southbound home Signal , 
Lansdale — 7th Street crossing 

Lansdale — Tile Siding 

Colmar — Station Platform 

CP-Link — at Controlled Signal 

CP-Link — North End Siding 

Chalfont — Station Wall 

CP-Forest — South End of Siding 

CP-Forest — at Controlled Signal 

New Britain — Station 

Del Val College — Station 

CP-Doyle — Controlled Signal 

Doylestown — Electric Substation 

Doylestown — Station Wall 

Doylestown — Crew Quarters 


. TELEPHONE NUMBERS. 
Wind 
— 951-6956 
. PASSENGER STATION PLATFORMS (OTHER THAN LOW 
LEVEL). 
None 


14. MISCELLANEOUS INSTRUCTIONS. 


A. Location and normal position of spring switches. , 
Forest siding: on the southern end normal position is for iN 


movement from Single Track to the siding; on the northern 
end normal position is for movement from Single Track to 
Single Track. 


15. MU YARD TRACK DESIGNATIONS AND LENGTHS. 
Lansdale MU Yard 


Track name/number length in feet ‘oo soce } point 
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FOX CHASE LINE 29 


AND CONRAIL TRENTON LINE 
(BETWEEN CP-NEWTOWN JCT. AND 
CP-CHELTENHAM JCT.) 





STATIONS 


Interlocking 
Radio Channeis 
Mile Post 
Siding (N or S) 
Capacity in Feet 


CP-NEWTOWN JCT. 
(Connection to Main Line) 
R-WAYNE 


OLNEY 


CP-CRESCENT 
(Connection to Olney and 
Frankford Industrial Track) 

R-WAYNE 


CRESCENTVILLE 
LAWNDALE 


CP-CHELTENHAM JCT. 
(Connection between 
CR-Trenton Line and 
Fox Chase Line) 

R-WAYNE 


CHELTENHAM 
RYERS 


CP-S. FOX CHASE 
R-WAYNE 


FOX CHASE 


CP-N. FOX CHASE 
R-WAYNE 
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30 . FOX CHASE LINE 


AND CONRAIL TRENTON LINE 
(BETWEEN CP-NEWTOWN JCT. AND 
CP-CHELTENHAM JCT.) 













1. METHOD OF OPERATION/RULES IN EFFECT, 
DESIGNATION AND USE OF MAIN AND CERTAIN 
AUXILIARY TRACKS OUTSIDE INTERLOCKING LIMITS. 


TRACK 
H: 


CP- CP- 
Newtown Cheltenham | No. 1 
Junction Junction and No. 2 


CONRAIL RULES IN EFFECT BETWEEN CP-NEWTOWN JCT. 


AND CP-CHELTENHAM JCT. 


CP- 
Cheltenham | CP-N. 
Junction Fox Chase 








MBS-ACT 


Current of 
Traffic 


Notes 


Fox Coe 
Ea 


— Indicates in service. 


NOTE 1 — Trains must not operate north of MP 11.4 without 
authority of the train dispatcher. 


2. TRAIN DISPATCHER IN CHARGE. 
Desk A at the Regional Rail Operations Center 


3. MAXIMUM AUTHORIZED SPEEDS AND SPEED 
RESTRICTIONS. 


Single | No.1 | No.2 | No.3 | No. 4 
Track | Track | Track | Track | Track 
Li Li Li 


CP-Newtown Jct.: To and 

from SEPTA Main Line 

(Nice to CP-Tabor) 15 |15 

CP-Newtown Jct.: To and 

from SEPTA Main Line 

(Wayne to Olney) 30 | 30 
CP-Newtown Jct: To and 
from Trenton Line 


CP-Newtown Jet.: and 
CP-Cheltenham Jct. 
Except: 
Curve north of 
Newtown Jct. 
Olney: Curve at Station | | [45] j4of | [| 
CP-Crescent: All 
Diverging Routes 
eo eee, || tsolostsolas! | | | 
CP-Crescent 
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FOX CHASE LINE 31 


AND CONRAIL TRENTON LINE 
(BETWEEN CP-NEWTOWN JCT. AND 
CP-CHELTENHAM JCT.) 


ak No. 1 | No. 2 base = Ey 4 
rack | Track | Track Ey 
CP-Cheitenham Jct: 
To and from 
Fox Chase Line 


CP-Cheltenham Jct. 
and Oxford Ave. 
grade crossing 
Oxford Ave. piace 
crossing an 
Fox Chase 


Fox Chase and Restricted Speed 
MP 11.4 not exceeding 10 MPH 











4. EQUIPMENT RESTRICTIONS. 
None 







. AC ELECTRICAL OPERATING INSTRUCTIONS: 


A. power dispatcher in charge 

— SEPTA RRD Wayne Jct. 
B. tracks equipped 

— main and interlocking tracks and Fox Chase siding 
C. pantograph pressure switch operation 
D 






— low position 

. Special operating conditions 
— catenary ends at pole located approximately 200 feet 
north of Pine Road overhead bridge (bridge 11.34) 





. LOCATION OF STANDARD CLOCKS, BULLETIN BOARDS 
AND EMPLOYEE REGISTERS. 


None 










. LOCATIONS OF ELECTRICALLY LOCKED HAND 
OPERATED SWITCHES. 


None 











. LOCATIONS OF HAND OPERATED SWITCHES WHERE 
RULE 261 IS IN EFFECT THAT ARE NOT ELECTRICALLY 
LOCKED. 


None 






G.O. 401 


32 FOX CHASE LINE 


AND CONRAIL TRENTON LINE 
(BETWEEN CP-NEWTOWN JCT. AND 
CP-CHELTENHAM JCT.) 


9. GRADE CROSSINGS. 
A. location/type 


MUNICIPALITIES 


Oxford Ave. Philadelphia 10.75! All 
Rhawn St. Philadelphia 11.20} All 


B. special operating conditions 


NOTE 1 — Northward trains terminating on Single Track will stop 
with head end at clearance point signs. 

Northward trains operating from Fox Chase Siding, after receiving 
proceed indication on northward interlocking signal, will stop at (C) 
sign located 15 feet south of Rhawn St. and wait until crossing 
gates are lowered and crossing is clear of highway traffic before 
proceeding. 


— Bucks Only 


10. RADIO BASE STATION LOCATIONS AND TIME 
MONITORED. 


None 


. LOCATION OF WAYSIDE PHONES CONNECTING WITH 
THE TRAIN DISPATCHER OR OPERATOR. 


CP-Cheltenham Jct. 

Ryers — North of Signal 

Fox Chase — Pole Box Station Piatform 
CP-N. Fox Chase 

CP-S. Fox Chase 


. TELEPHONE NUMBERS. 


Wayne 
— 951-6953 


. PASSENGER STATION PLATFORMS (OTHER THAN LOW 
LEVEL). 


None 


. MISCELLANEOUS INSTRUCTIONS. 


A. Consolidated Rail Corporation Rules of the Transportation 
Department is in effect on the Trenton Line. This information 
is co-published with the permission of Conrail for SEPTA 
RRD operations. 

. The following Special Instruction is from the Conrail 
Timetable applicable on the Trenton Line. 
83-A. MOVEMENT OF TRAINS 
Trains must not leave locations where temporary Block 
Stations are in service without a Clearance Form A. 


. MU YARD TRACK DESIGNATIONS AND LENGTHS. 
None 
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IVY RIDGE LINE 33 





STATIONS 


Mile Post 
Siding 
Capacity in Feet 


VALLEY (Connection to 
Amtrak Main Line) 
R-OVERBROOK 


CP-JEFF 
R-OVERBROOK 


WYNNEFIELD AVENUE 
BALA 

CYNWYD 

BARMOUTH 
MANAYUNK WEST 


CP-MAN 
R-OVERBROOK 


IVY RIDGE 
END OF TRACK 
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34 IVY RIDGE LINE 


1. METHOD OF OPERATION/RULES IN EFFECT, 
DESIGNATION AND USE OF MAIN AND CERTAIN 
AUXILIARY TRACKS OUTSIDE INTERLOCKING LIMITS. 


room| | seal 


a Belen Ia || 
End of 
CP-Jeff Track 


— Indicates in service. 
amt are numbered south to north. 


2. TRAIN DISPATCHER IN CHARGE. 
Desk C at Amtrak “S” Office 


3. MAXIMUM AUTHORIZED SPEEDS AND SPEED 
RESTRICTIONS. 


BETWEEN/AT 


| ValleyandCP-Jeff | and CP-Jeff 


aie 
Posters Oymiye 04 | 
Cynwyd and End Track We sled el Id 


Curve at Valley 

Interlocking 

Curve between Jefferson 

St. bridge and 52nd St 

emo dal | LE EEL 
CP-Man and Restricted Speed 

end of track not exceeding 10 MPH 


4. EQUIPMENT RESTRICTIONS. 


A. In referrence to the models of engines listed in Special 
instruction 1160-A1: 
— Column 5 engines are prohibited. 


5. AC ELECTRICAL OPERATING INSTRUCTIONS: 


A. power dispatcher in charge 
— Amtrak power director at 30th St 
B. tracks equipped 
— main and interlocking tracks 
C. pantograph pressure switch operation 
— high position 
D. special operating conditions 
— None 


6. LOCATION OF STANDARD CLOCKS, BULLETIN BOARDS 
AND EMPLOYEE REGISTERS. 
None 
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IVY RIDGE LINE 35 


7. LOCATION OF ELECTRICALLY LOCKED HAND 
OPERATED SWITCHES. 


None 


8. LOCATION OF HAND OPERATED SWITCHES WHERE 
RULE 261 IS IN EFFECT THAT ARE NOT ELECTRICALLY 


LOCKED. 
None 


9. GRADE CROSSINGS. 
A. location/type 


MUNICIPALITIES 


Gates 


X — Bucks Only 


= 
Wright St. Philadelphia 8.10 X 
Gates St. Philadelphia 8.20 X 


B. special operating procedures 
Note 1 — Pedestrian walkway only, not a highway grade crossing. 


10. RADIO BASE STATION LOCATIONS AND TIME 
MONITORED. 


None 

. LOCATION OF WAYSIDE PHONES CONNECTING WITH 
THE TRAIN DISPATCHER OR OPERATOR. 
None 


. TELEPHONE NUMBERS. 


Amtrak Overbrook 
— 895-7608 


. PASSENGER STATION PLATFORMS (OTHER THAN LOW 
LEVEL). 


Ivy Ridge is equipped with a full length high level platform. Bala 
is equippped with a partial high level platform located at the 
eastern end of the low level platform. 


. MISCELLANEOUS INSTRUCTIONS. 


A. Cab signal testing. 
On No. 1 Track between CP-Jeff and Valley, the track 
circuit is coded to perform a test of the cab signal apparatus 
while the equipment is moving. Engineers must acknow- 
ledge cab signal changes to prevent a penalty application. 
This does not constitute a test of the automatic train stop 
equipment 


. MU YARD TRACK DESIGNATIONS AND LENGTHS. 
None 
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36 


interlocking Station 


~< 


G.O. 401 


Radio Channels 


MAIN LINE 


STATIONS 


ZOO (Comnection to Amtrak at 
Southward [Amtrak Eastward] 
Interlocking Limits) 


WEST R-BROAD 
SOTH ST. R-BROAD 
SCHUYLKILL R-BROAD 
20TH STREET R-BROAD 
BROAD 


PENN CENTER (Suburban 
Station) R-BROAD 


MARK 
MARKET EAST 
CP-VINE 
BROWN 


TEMPLE U. 
CP-DIAMOND R-WAYNE 
NORTH BROAD STREET 


CP-16TH ST. JCT. 
R-WAYNE 
(Connection to Norristown Line} 


TIOGA 
NICETOWN 
CP-HUNT R-WAYNE 


WAYNE (Connection to 
Chestnut Hill East Line and 
CR-Blue Line Connecting 
Branch) 


WIND 
WAYNE JUNCTION 
LOGAN 


CP-NEWTOWN JUNCTION 
(Connection to CR-Trenton Line) 
R-WAYNE 


TABOR 


Mile Post 


Capacity in Feet 


Sidings 














MAIN LINE 37 


STATIONS 


Mile Post 
Sidings 
Capacity in Feet 


CP-TABOR JCT. j 
(Connection to CR-Berks Street 
Industrial Track) R-WAYNE 


FERN ROCK 
MELROSE PARK 
OAK 

ELKINS PARK 
JENKINTOWN 


JENKIN (Connection to 
Neshaminy Line) R-WIND 


GLENSIDE 


CARMEL (Connection to 
Warminster Line) R-WIND 


NORTH HILLS 
SOUTH ORE 
ORELAND 

NORTH ORE 
FELLWICK 

FT. WASHINGTON 
SOUTH AMBLER 
AMBLER 
PENLLYN 
GWYNEDD VALLEY 
GWYN 

NORTH WALES 
PENNBROOK 


CP-STONE (Connection to 
Doylestown Line, CR-Stoney 
Creek Branch and Bethlehem 
Running and Industrial Tracks) 

R-WIND 


LANSDALE (Lansdale siding) 


NOTE 1 — Brown denotes location of mile post transition from 
Suburban Station to distance from former Reading Terminal, i.e., 
mileage 1.6 from Suburban Station equals mileage 1.1 from former 
Reading Terminal. 





NOTE 2 — Displays train order indicator. 
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1. METHOD OF OPERATION/RULES IN EFFECT, 
DESIGNATION AND USE OF MAIN AND CERTAIN 
AUXILIARY TRACKS OUTSIDE INTERLOCKING LIMITS. 


TRACK 


z 
No. 1, No. 2, 
No. 3 and 
Zoo Wayne No. 4 
CP- 
Newtown No. 1 
Wayne Junction and No. 2 
CP- CP- 
Newtown Tabor 
Junction Junction X|X 
CP- CP- 
Newtown Tabor 
Junction Junction 
CP-Tabor CP- 
Junction Stone XIX xX 
CP-Tabor CP- 
Junction Stone X|X xX 


Powelton 
Ave. Yard 


Roberts 
Ave. Yard 


Wayne 
Eleattic 
Car Yard 
Newtown 
Siding 


— Indicates in service. 


Tracks are numbered east to west 1-2-3-4 between Zoo and 
Wayne. Tracks are numbered west to east 1-2 between North 
Limits of Wayne and CP-Stone. 


NOTE 1 — Interlocking limits, Zoo interlocking, are as follows: on 
No. 1 and No. 2 tracks at interlocking signals 740 feet south of 
Spring Garden St. overhead bridge; and on No. 3 and No. 4 tracks 
at interlocking signals 487 feet south of Spring Garden St. 
overhead bridge. 


NOTE 2 — Atthe following locations the second paragraph of Rule 
151 will not apply. Trains may operate against the current of traffic 
under manual biock signal system rules without a train order: 


No. 1 track from CP-Newtown Jct. to CP-Tabor Jct. when 
authorized by the train dispatcher on verbal permission of the 
operator at Wayne. 


The train dispatcher must determine that the block is clear of all 
opposing movements. Form J train order must be issued to the 
operator in charge of that tack. The operator must apply blocking 
devices with signal in Stop position, at station where opposing 
movements must be held. Notation confirming this procedure must 
be made on the Dispatcher’s Record of Movement of Trains and 
the operator's Station Record of Train movements before permis- 
sion is granted. 

The conductor and engineer must receive verbal permission and a 
Clearance Form A. 
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2. TRAIN DISPATCHER IN CHARGE. 


Desk B at Regional Rail Operations Center between Zoo 
and Wayne 

Desk A at the Regional Rail Operations Center between 
Wayne and CP-Stone 





3. MAXIMUM AUTHORIZED SPEEDS AND SPEED 
RESTRICTIONS. 





Eastern limits of Amtrak 
Zoo Interlocking and 
southern limits of West 
Interlocking 


Except: 
Curve North of 
Powelton Ave. signal 
bridge and southern 
limits of West 
Interlocking 


Southern limits of West 
Interlocking and southern 
limits of 20th St 
Interlocking 


Except: 
Divergin routes at 
West or Schuylkill 

sacle 
























Northern limits of 20th St. 
Interlocking and northern 
limits of CP-Vine 

—— 


ower ing routes at 
Broad Interlocking 
Northern limits of CP- 
Vine Interlocking and 
Brown (northward) 
Northern limits of CP- 
Vine Interlocking and 
Brown (southward) 
Brown and southern 
limits of CP-16th St. Jct 
Interlocking 


t: 
Cures North and 
South of Temple U. 


Diverging route at 
CP-Diamond 

Interlocking 

Within North Broad St 

station platform limits 
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BETWEEN/AT 


Within CP-16th St. Jct. 
Interlocking 


Except: 
Diverging routes 

between No. 3 Track 
and No. 2 Track 


Diverging routes 
between No. 2 Track 
and No. 1 Track 10 |10 | 
All other diverging He 
routes 
Northern limits of CP- 
16th St Jct Interlocking 
and southern limits of 
oe Interlocking 
pct ae route at 
CP-Hunt interlocking = 


Within Wayne 
Interlocking 
Except: 
Diverging routes eo 


Northern limits of Wayne 
Interlocking and southern 
limits of CP-Newtown Jct 
Interlocking 


Except: 
Curve south of Logan 
and CP-Newtown Jct. 

Ancol: 





































Dheraiis routes 
batween CR-Trenton 
Line and Main Line 








Northern limits of CP- 
Newtown Jct Interlocking 
and southern limits of 

Jenkin interlocking 


Except 
Diverging routes at CP- 
Tabor Jct Interlocking 15] 10, 
win erkn rocking |_| [os|10]5|10[ | | | 


meso T labelelel 








interlocking and southern 
limits of CP-Stone 
interlocking 
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Single | No. 1 No. 3 | No. 4 
Track | Track Track | Track 










Except: 


Diverging routes at 
Carmel interlocking 


Curves between 
amit laah le 14/17 
south of Fellwick and 
catenary pole 15/13 
north of Fellwick 
Butler Pike (MP 17.25) 
grade crossing 
Within CP-Stone 
Interlocking 
Except: | Route _ 
Diverging routes 45 [15 | 
Restricted Speed 
Within Newtown Siding not exceeding 10 MPH 
Within Powelton Restricted Speed 
Ave. Yard not exceeding 5 MPH 


Within Roberts Restricted Speed 
Ave. Yard not exceeding 5 MPH 


Except: 
Roberts Ave. Yard lead 
to and from CP-Hunt, 
Roberts Ave. Yard lead 
to and from Chestnut 



























Hill East Line Resticted Speed 
Within Wayne Electric Restricted Speed 
Car Yard not exceeding 5 MPH 








4. EQUIPMENT RESTRICTIONS. 


A. Models SD-45, SDP-45 locomotives are prohibited 
between 30th St and Penn Center (Suburban Station) 

B. Wind deflectors (storm windows) on Model SW-1500 must 
be in the closed position for movement at 30th St 

C. Due to close overhead clearance the Brown Hoist, Snow 

Ballast Cleaning Equipment and Track Sweepers are 

prohibited between 30th St. and Penn Center (Suburban 

Station) 
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5. AC ELECTRICAL OPERATING INSTRUCTIONS: 


A. power dispatcher in charge 

— Amtrak power director at 30th St. between Zoo and 
Schuylkill and SEPTA RRD Wayne Jct. between Schuylkill 
and CP-Stone 

. tracks equipped 
— main, interlocking and station tracks between Zoo and 
CP-Stone, and the following auxiliary tracks between 
Schuylkill and CP-Stone are also equipped: Powelton Ave. 
Yard (except No. 17 track), Roberts Ave. Yard (except 
Centennial track}, Wayne Electric Car Yard (except No. 1, 
No. 2, No. 3, No. 4, No. 5 and No. 8 inside the buildings and 
Wayne Hole Track leading to the Electric Traction Dept.) 
Newtown Siding (4 car lengths), Chelten Hills Siding, 
Glenside Layoff, Glenside Siding, Lansdale Siding and the 
crossovers. at South Ore, North Ore, South Ambler and 
Gwyn and the Bethlehem Running and Industrial tracks to 
a point 325 feet north of Lansdale as designated by a sign 
“END OF CONTACT WIRE” suspended between the 
running and industrial tracks. 

. pantograph pressure switch operation 
—high position between Zoo and Mark, low position 
between Mark and CP-Stone. 

. special operationg conditions 
— pantograph(s) must not be raised or lowered between 
Broad and Brown unless traction power has been removed 
from the catenary. Control of the catenary switch gear is by 
the operator at Broad via the SEPTA RRD power 
dispatcher. Requests for traction power removal by 
maintenance personnel will be made to the operator at 
Broad who will then communicate with the power 
dispatcher. Once the operator advises the maintenance 
personnel that the desired circuit has been de-energized, 
pantographs may be lowered. Before performing any work 
on the roof or on high voltage circuits of electric equipment, 
the grounding switch must be closed. 
— phase break in service on No. 1, No. 2, No. 3 and No. 4 
Tracks on catenary pole 1/12 (between Brown and Temple 
University). Phase break signs and position light phase 
break indicators are in service. 
Master controllers on MU equipment must be in the “OFF” 
position between catenary pole 1/11 and catenary pole 
1/13, the master controller must remain in the “OFF” 
position until the entire train has passed the signs 
numbered 1 through 10 (indicating 85 feet car lengths) 
which are along side of the track. When the entire train is 
past the appropriate sign, engineer may move the master 
controller to another position. 
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6. LOCATION OF STANDARD CLOCKS, BULLETIN BOARDS 
AND EMPLOYEE REGISTERS. 


Powelton Ave. Yd. Crew Quarters 

— standard clock, bulletin board and employee register 
Amtrak “S” Office (Room 291, 30th St) 

— standard clock and bulletin board 

Broad 

— standard clock and bulletin board 

Regional Rail Operations Center 

— standard clock and bulletin board 

Penn Center (Stationmaster’s Office) 

— standard clock, bulletin board and employee register 
Mark 

— standard clock and bulletin board 

Market East (Stationmaster’s Office) 

— standard clock and bulletin board 

Wayne | 

— standard clock and bulletin board 

Wind 

— standard clock and bulletin board 

Roberts Ave. Yd. Crew Quarters 

— standard clock, bulletin board and employee register 


. LOCATION OF ELECTRICALLY LOCKED HAND 
OPERATED SWITCHES. 


North of Temple University on No. 1 track (Diamond Plug) 
South of CP-Diamond on No. 4 track (Kardon Industries) 
South of CP-16th St. Jct. on No. 1 track (Zurn Oil) 

Within Carmel interlocking on No. 1 track (north end of 
Glenside Siding) 


. LOCATION OF HAND OPERATED SWITCHES WHERE 
RULE 261 IS IN EFFECT THAT ARE NOT ELECTRICALLY 
LOCKED. 


None 


9. GRADE CROSSINGS. 
A. location/type 


MUNICIPALITIES 


X — Bucks Only 


po | Private 


Weaver's Philadelphia 
PECO Cheltenham Twp. 
Rices Mill Rd. Cheltenham Twp. 
Church St Ambler 

Butler Pike Ambler 

Mt. Pleasant Ave. | Ambler 


Gwynedd Pike Lower Gwynedd 
Twp. 


Main St. North Wales 
Second St. North Wales 





Cal Ca ; 
evn pe | Notes 


G.0. 401 


44 MAIN LINE 


MUNICIPALITIES 


Flashers 
Gates 
X — Bucks Only 


Third St. North Wales 
Walnut St. North Wales 
Beaver St. Lansdale 
Church Rd. Lansdale 
Hancock St. Lansdale 
Broad St. Lansdale 
Main Rd. Lansdale 


x KKK KK OK 
x KKK KK 


B. special operating conditions 


‘iGeat t . Aid 
LOCATION TRACK 
No. 1 
Ambler Butler Pike | and No. 2 


Mt. Pleasant} No. 1 
Avenue and No. 2 


Main St, 

Secand St, 

Third St, 

Walnut St, | No. 1 
Beaver St. | and No. 2 


Church No. 1 
Road and No. 2 X 
No. 1 
Pennbrook and No. 2 4 


NOTE 1 — All passenger trains performing station work in either 
direction on No. 1 and No. 2 Tracks at Ambler must stop with entire 
train clear of Butler Pike highway grade crossing. 


All engines of trains switching, picking up or setting out cars in the 
vicinity of Ambler must approach Butler Pike crossing prepared to 
stop and must not move onto the crossing until gates are fully 
lowered and crossing is clear of highway traffic. 


NOTE 2 — Southward trains on No. 1 Track making station stop at 
North Wales, must not exceed a speed of 25 MPH between a point 
1900 feet north of North Wales, as designated by sign located 
adjacent to No. 1 Track and North Wales. Train must stop with 
leading end of train north of (C) sign, located north of Wainut Street. 


Southward trains making a station stop at North Wales must not 
exceed a speed of 30 MPH between North Wales and Main Street 
crossing located 1558 feet south of North Wales. 
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Trains approaching these crossings against the current of traffic on 
No. 1 Track must not exceed a speed of 30 miles per hour between 
a location 1320 feet south of Main Street and Beaver Street and on 
No. 2 Track between a location 1330 feet north of Beaver Street 
and Main Street. After lead end of train moving northward on No. 1 
Track has passed Beaver Street or lead end of train moving 
southward on No. 2 Track has passed Main Street, speed may be 
increased. 


NOTE 3 — Automatic highway crossing protection operates for 
movement with the current of traffic only. Movements against the 
current of traffic must approach the crossing prepared to stop and 
not foul crossing unless protection is operating. 


NOTE 4 — Northbound passenger trains terminating at Ambler 
must not exceed a speed of 15 miles per hour between South 
Ambler and Butler Pike, to prevent actuation of crossing protection 
at Mount Pleasant Avenue. 


NOTE 5 ~— Crossing watchman on duty continuously to operate 
Crossing protection. 


10. RADIO BASE STATION LOCATIONS AND TIME 
MONITORED. 


Roberts Ave. Yd. office monitors SEPTA RRD channels 3 and 
4 continuosly. 

Broad and Mark monitor SEPTA RRD channel 2 continuosly. 
Wayne and Wind monitor SEPTA RRD channels 3 and 4 and 
Conrail channel 2 continuosly. 


. LOCATION OF WAYSIDE PHONES CONNECTING WITH 
THE TRAIN DISPATCHER OR OPERATOR. 


Brown 

Temple U. — East side of track adjacent to siding 
CP-Diamond — North and South Int. Signals 
York Street Bridge 

North Broad — Pole box Track 5 — Northbound platform 
North Broad — Signal Mast 54 

CP-16th Street Junction — North and South Int. Signals 
Allegheny Avenue 

North of Nicetown Station 

Wayne Junction 

CP-Newtown Junction — Northward and Southward Int. Signals 
CP-Tabor Junction — Northward Int. Signals 
Fern Rock 

Melrose Park 

Elkins Park 

Ogontz — 300 yards south of Church Road 
Jenkin — Southward Int. Signal 

Keswick Avenue — U.G. Br. 

Glenside — North end platform 

Glenside — North end inbound Signal Cat. 12/21 
North Hills — Station 

South Ore — Crossover 

Oreland — South end platform 

Oreland — Tank car siding 

Fort Washington — Station 

Ambler — South end outbound signal 

South Ambler — Crossover 

Ambler — Old station platform 

Penlyn — Platform 

Gwyn — Crossover 

North Wales — Main Street x-ing 

North Wales — Beaver Street x-ing 

Lansdale — East end outbound signal 

Lansdale — Station hallway 


G.O. 


45 





401 


46 


12. 


MAIN LINE 


TELEPHONE NUMBERS. 


Broad 

— 574-8513, 574-8514, 574-8515 

Mark 

— 574-8338, 574-8339, 574-8340, 574-8341 
Wayne 

— 951-6953 

Wind 

— 951-6956 


. PASSENGER STATION PLATFORMS (OTHER THAN LOW 


LEVEL). 


30th St, Penn Center, Market East and Wayne Jct. (between 
No. 1 and No. 2 tracks) are equipped with full length high level 
platforms. Ambler has a partial high level platform at the 
southern end of the low level platform on No. 1 track only and 
Pennbrook has partial high level platforms located at the 
southern end of the low level platform on No. 1 track and atthe 
northern end of the low level platform on No. 2 track. 


. MISCELLANEOUS INSTRUCTIONS. 


GO. 401 


A. NON-INTERLOCKED SIGNALS PENN CENTER 
Dwarf signal, indication fixed at Restricting, 180 feet 
southward from block end of each stub track goveming 
northward movement on station tracks (number 0, 5, 6 and 
7) may be passed at Restricted Speed with verbal 
permission of Operator, Broad, when imperfectly displayed. 


. INTERLOCKING SIGNALS PENN CENTER 
Southward movements must not start from station tracks 
(number 0, 5, 6 and 7) when the interlocking signal 


governing that movement at the southern end of the station 
platform indicates Stop unless authorized verbally by the 
Operator to advance to that signal. 


When the engine stands south of that interlocking signal so 
that the indication cannot be seen by the engineer, the 
movement must not start southward until a member of the 
crew personally notifies the engineer the indication of the 
signal. 


. REPORTING FOR DUTY PENN CENTER 
Conductors and engineers of trains originating at Penn 
Center (Suburban Station), unless otherwise instructed, 
must contact Operator at Broad, prior to departing Penn 
Center (Suburban Station) to ascertain if there are any train 
orders or instructions for their train. 
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D. TRAIN ORDER INDICATORS — 


WAYNE 

A system of oscillating amber lights and indicating 
numbers are situated on catenary structure 4/24 (located 
directly opposite Wayne). When illuminated, they will 
indicate train orders and/or instructions are held for crew 
members of trains departing southward from Wayne 
Junction. In conjunction with the oscillating amber lights, 
internally iluminated numbers 1 through 8 (also situated on 
catenary structure 4/24) will be used as designated below 
to indicate that train orders and/or instructions are held for 
crew members operating trains to designated line: 


. Airport 

. Amtrak Main Line to Washington 

. West Chester 

. Main Line to Powelton Avenue Yard 
. Amtrak Main Line to Harrisburg 

. Ivy Ridge 

. Amtrak Main Line to New York 

. Chestnut Hill West 


Trains destined to the respective line number illuminated 
must not depart Wayne without Clearance Form A when 
oscillating amber lights are illuminated. 


30TH STREET 

Asystem of oscillating yellow tights and indicating numbers 
are located at the north end of 30th St. Station Platform A. 
When illuminated, they will indicate that 30th St. is open as 
a part time block station and train order station and that 
train orders and/or instructions are held for crew members 
of trains departing northward from 30th St. Externally 
displayed numbers 1 through 8 will be used as designated 
below to indicate that train orders and/or instructions are 
held for crew members operating trains to designated lines: 


1. Main Line from Airport 5. Lansdale/Doylestown 
2. Warminster 6. Norristown 
3. Neshaminy 7. Chestnut Hill East 
4. Main Line to Suburban 8. Fox Chase 
Station or Roberts Avenue Yard 


Trains destined to the respective line number displayed 
must not depart 30th St. without Clearance Form A when 
oscillating yellow lights are illuminated. 


. RADIO OPERATION 
All northward trains will change Radio Selector Switch after 
passing Spring Garden St. overhead bridge to the SEPTA 
Frequency, 160.350. (SEPTA equipment Channel No. 2) 
(AMTRAK Capitol Liners Channel No. 3), to communicate 
with Broad and Mark. 


All southward trains will change Radio Selector Switch 
after passing Spring Garden St. overhead bridge to 
AMTRAK/CONRAIL Road Channel Frequency, 160.800. 
{SEPTA equipment Channel No. 1) (AMTRAK Capitol 
Liners Channel No. 1}, to communicate with AMTRAK 
Towers. 


All trains operating north of Brown will change Radio 
Selector Switch after passing Brown to the SEPTA 
frequency 161.460 (SEPTA equipment, channel No. 4) to 
monitor transmissions and to communicate with Wayne or 
Wind. 


ONOOA ODM — 
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F. DIESEL OPERATION 
When a diesel propelled train is to be operated between 
20th St. and Brown, the route must be lined for the entire a 
movement before the train enters the tunnel. 


When diesel propelled trains are stopped while operating 
in tunnels or confined locations, all diesel engines must be 
shut down after standing five (5) minutes. The engines may 
only be started up to pump off the brakes when the signal to 
proceed is given and movement of the train must be made 
promptly upon release of the brakes. 


Ifthe diesel engine is shut down more than ten (10) minutes 
hand brakes must be applied to the train and engine and an 
altemate air supply used to charge the train. 


G. BLUE SIGNALS 
The following is: in accordance with a waiver with the 
Federal Railroad Administration. 


Blue signals are permanently mounted adjacent to all stub- 
end tracks in Penn Center (Suburban Station) and are in 
service. 


Equipment being inspected will be North or behind the 
lighted Blue signal. 


in the application of Rule. 26(d), remotely controlled 
switches providing access to a track on which equipmentis 
located, may be lined for a train to enter that track. Trains 
entering Penn Center (Suburban Station) must be on the 
lookoutfor lighted Blue Signals, and must stop South of the 
lighted Blue Signals. | 


G. CP-HUNT — DIVERGING MOVE INDICATOR oo 
Lunar white diverging move indicators are affixed to masts me 
of northward distant and.northward interlocking Signals at 
CP-Hunt as a qualifying’ marker light. When illuminated 
arrow is displayed, it indicates route is lined to enter 
Roberts Avenue Yard. 
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LOCATIONS OF EMERGENCY EXITS, FIRE PHONES 
AND CENTREX PHONES—20TH ST. TO BROWN. 


NOTE — Location of emergency exits, centrex 
phones and fire phones is indicated in feet, starting 
with “O” feet being at 20th St Interiocking and 
“8650” feet being the North Portal of Tunnel, South 


of Brown. 
6348 
3206 


Location of emergency exits for unloading 
passengers in the event it becomes necessary to 
evacuate trains. Exits adjacent to the tracks 
indicated. 


EMERGENCY EXITS 
TRACK NUMBERS 


CENTREX PHONES 
TRACK NUMBERS 


Centrex phones located between the tracks 
indicated. 


FIRE PHONES 


TRACK NUMBERS 


8590 


7385 
6835 
6198 


5614 
5009 


3415 
2903 
2747 


2160 


Fire phones located between or adjacent to the 
tracks indicated. 
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J. PASSENGER TRAIN STOPPING LOCATIONS AT 


PENN CENTER (SUBURBAN STATION) AND MARKET 
EAST 

Station platforms at Market East and Penn Center 
(Suburban Station) are divided into two sections designated 
A and B and each Route is assigned to a Load/Unload 
Location. Reference to Forward Berth and Rear Berth 
apply to the direction of train movement 


Markers for A and B sections are 6 inch black letters on 
yellow background and indicate where the head end of 
train must be stopped with the corresponding number of 
Cars in use in that train. Markers are located on station 
walls, columns or fence adjacent to the affected track either 
No. 1, 2, 3 or 4 Track. 


When several different train lengths stop at the same 
marker, only the longest and shortest lengths are shown. 


Section B, Trains of 1 thru 5 cars in use stop here 


Load/Unload Locations 


AIRPORT TRAINS WILL STOP AT SECTION B 

R1 TRAINS WILL STOP AT SECTION A 

R2 TRAINS WILL STOP AT SECTION A 

R3 TRAINS WILL STOP AT SECTION A 

R5 TRAINS WILL STOP AT SECTION B 

R6 TRAINS WILL STOP AT SECTION A 

R8 TRAINS WILL STOP AT SECTION B 
SOUTHBOUND R7 TRAINS WILL STOP AT SECTION A 
NORTHBOUND R7 TRAINS WILL STOP AT SECTION B 


At Market East Station: 

When stopped at car marker, trains of 1 thru 4 cars will 
have all vestibules on platform, and all cars in use must 
have all vestibule doors open, including off-side front door 
when not on engineers side. 


Forward Berth Loading/Unloading 


5 car trains will be fully platformed 

6 car trains front vestibule will be off platform (if engineer 
passes marker No. 6, the rear platform of the first car will be 
off platform also.) 


5 and 6 car trains will partially foul rear section for loading 5 
and 6 Car trains in rear berth. 


Rear Berth Loading/Unloading 
5 and 6 cars will have rear vestibules off platform. 


Iftrain stops short of marker, additional vestibules will be off 
platform. 


Trains of 5 and 6 cars may, if there are no trains 
loading/unloading at the forward berth, pull further into 
station the minimum distance to platform the rear vestibule. 
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At Penn Center (Suburban Station): 

When stopped at car marker, trains of 1 thru 4 cars will 
have all vestibules on platforms and all vestibule doors on 
cars in use must be opened, including the off-side front 
door when not on engineers side. 


Forward Berth Loading/Unloading 
5 and 6 Car trains will have front vestibule off platform. 
Rear Berth Loading/ Unloading 


5 and 6 Car trains will have rear vestibule off platform. Iftrain 
stops short of marker, additional vestibules will be off 
platform. 


Trains of 5 and 6 cars may, if there are no trains loading/ 
unloading at the forward berth, pull into station minimum 
distance to platform the rear vestibule. 


At both Market East and Penn Center (Suburban Station): 
Engineers must not enter stations platform until the 
distance to their appropriate marker is clear. 


The Conductor must arrange to have all vestibule doors 
open on the cars in use on that train which are on the 
platform. 


. INTERLOCKING SIGNALS AT PENN CENTER AND 


MARK 

When an interlocking signal is displaying Restricting (Rule 
290) on tracks No. 1, No. 2, No. 3, or No. 4 for trains entering 
the station platform at Penn Center (Suburban Station) or 
Market East, trains must stop and then proceed at 
Restricted speed. 


This does not change Miscellaneous Instruction J. 
Passenger train stopping locations at Penn Center 
(Suburban Station) and Market East. 


. ELECTRIC THIRD RAIL 


Employees performing service on the SEPTA City Division 
siding, south of CP-Tabor Jct. are prohibited from stepping, 
sitting or walking upon or brushing against the third rail. 


. PASSENGER TRAIN STOPPING LOCATION AT WAYNE 


JCT. ON NO. 1 TRACK. 
Passenger trains making station stops at Wayne Jct. on 
No. 1 track to receive or discharge passengers must stop 


south of (Train Stop) Sign. 
S 


. PENN CENTER (SUBURBAN STATION) TRACK 


RESTRICTIONS 

All equipment other than passenger cars, locomotives and 
track cars are prohibited from occupying No. 0, No. 5, No. 6 
and No. 7 tracks at Penn Center (Suburban Station). 
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O. POWELTON AVENUE YARD 
1. Testing Air Brakes: 
Train and engine crews making northward movement of 
MU cars from Powelton Avenue Yard to Penn Center 
(Suburban Station) will comply with the requirements of the 
Air Brake and Equipment Instruction Manual SAB-1, and 
will make a running test of brakes in the following manner: 


After receiving proper notification to proceed, Engineer will 
apply minimum power necessary to move MU draft atleast 
one (1) car length then make a service reduction of brake 
pipe pressure to apply train brakes with sufficient force to 
bring movement to a complete stop before shutting off 
power. 


Trainmen must be in position at locations other than 
leading end of first car. If movement does not stop within 
one car length after brake application, conductor must 
apply air and hand brakes. 


2. When boarding standing equipment in Powelton 
Avenue Yard, prior to commencing movement verbal 
permission must be received from yardmaster. 


P. ROBERTS AVENUE YARD 
1. An oscillating yellow light is mounted on catenary 
structure at CP-Hunt. When illuminated, it will indicate train 
orders and/or instructions are held for crew members of 
trains departing southward from Roberts Ave. Yard. Trains 
must not leave Roberts Ave. Yard without contacting 
operator at Wayne. 


2. In the application of Rule 514, signal No. 10 E 
governing northward movement on Roberts Ave. Yard 
Lead will indicate the condition of the track between the 
signal and “End Automatic Block” sign. 


3. When boarding standing equipment in Roberts Ave. 
Yard, prior to commencing movement verbal permission 
must be received from Yardmaster. 


































15. MU YARD TRACK DESIGNATIONS AND LENGTHS. 
Powelton Ave.Yard 


from fouling point 

Track name/number length in feet to opposing... 
ee ee 
[1500 | tone 
















fouling point 
fouling point 


fouling point 


NOTE — Distance from signal to barricade. 
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Roberts Ave. Yard 


— 
[__Centenniarack | 1200 | fouling point 
pet | 80 | touting point 
pee || touting point 
ms | ts | touting point 
pe || touting point 
pes | 785 | touting point 
pee || toning point 
por || outing point | 
ms | 85 | touting point 
pee | 88 | touting point 
| Noto | 20 | towing point 
pot | 900 | outing point 
| Notre | 482 | toning point | 


Wayne Electric Car Yard 


racer [ah nt [i 
ee ee ee 
ee 
ee ee 
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NOTE — Storage for length of wire train and additional equipment 





“see note 
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NESHAMINY LINE 55 


AND CONRAIL TRENTON LINE 
(BETWEEN CP-NESHAMINY AND TRENT) 


STATIONS 
od ‘ti 


Capacity in Feet 


Radio Channels 


Siding 


JENKIN (Connection to Main Line) 
R-WIND 


STEEL 

NOBLE 

RYDAL 
MEADOWBROOK 
AYRES (Newtown. Line Crossing) 
BETHAYRES 

BETH 

PHILMONT 
FOREST HILLS 
SOMERTON 
TREVOSE 
NESHAMINY FALLS 


CP-NESHAMINY (Connection 
between CR-Trenton Line 
and Neshaminy Line) 

R-WIND 


LANGHORNE 


CP-FAIRLESS JCT. (Connection 
to Fairless Branch, 
Woodbourne Yard) 

R-WIND 


CP-WOODBOURNE (Connection 
to Fairless Branch, 
Woodbourne Yard} 

R-WIND 


WOODBOURNE 


CP-wWOOD 
R-WIND 


HBD-2-N.... Signal 99 
_ YARDLEY 

HBD-1-S.... Signal 98 

WEST TRENTON 


TRENT (Connection to Trenton 
Industrial Track, 
West Trenton Yard) 


NOTE 1 — Permission t0 pass Stop Signal will be given by 
operator at Wind. 


NOTE 2 — Interlocking rules in effect No. 4 track only. 


All train inspection detector locations show type, direction and 
track. 


HBD — Indicates Hot Box Detector. 
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56 NESHAMINY LINE 


AND CONRAIL TRENTON LINE 
(BETWEEN CP-NESHAMINY AND TRENT) 


1. METHOD OF OPERATION/RULES IN EFFECT, 
DESIGNATION AND USE OF MAIN AND CERTAIN 
AUXILIARY TRACKS OUTSIDE INTERLOCKING LIMITS. 


TRACK ° 
. 8 


CP-. 
eels 
CP- 
Jenkin ‘Neshaminy X |X x N. 


CONRAIL RULES IN EFFECT BETWEEN CP-NESHAMINY 
ANG TRENT. 


fra 
= 


ciateal 

ciateal Trent 

CP- 

Neshaminy | Trent X | X X 
CP- 

Neshaminy | CP-Wood X 


West 
Trenton 
Yard 


— Indicates in service. 
Tracks are numbered from west to east. 


NOTE 1 — Atthe following locations the second paragraph of Rule 
151 will not apply. Trains may operate against the current of traffic 
under manual block signal system rules without a train order: 


No. 2 track from Steel to Jenkin when authorized by the train 
dispatcher on verbal permission of the operator at Wind. 


The train dispatcher must determine that the black is clear of all 
opposing movements. Form J train order must be issued to the 
operator in charge of that track. The operator must apply blocking 
devices with signal in Stop position, at station where opposing 
movements must be held Notation confirming this procedure must 
be made on the Dispatcher’s Record of Movement of Trains and 
the operator’s Station Record of Train movements before permis- 
sion is granted. 


The conductor and engineer must receive verbal permission and a 
Clearance Form A. 
2. TRAIN DISPATCHER IN CHARGE. 
Desk A at the Regional Rail Operations Center 
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NESHAMINY LINE 57 


AND CONRAIL TRENTON LINE 
(BETWEEN CP-NESHAMINY AND TRENT) 


oN 3. MAXIMUM AUTHORIZED SPEEDS AND SPEED 
FN RESTRICTIONS. 


Single No. 2 | No.3 | No. 4 

Track Track | Track | Track 

— earth 
wo |x 

aj 


eee | and 

eee | 70 
Jenkin: Within 

Peapeenrnmay Limits 


Curves | Curves Jenkin to Noble to Noble 


CP- elles and Trent 
Ex 


cept: 

CP-Fairless Jct.: To 
and from Fairless 
Branch 

CP-Wood: 

msl ll Routes 


ep Neg Pret 
Trent: 
All Diverging Routes 


West Trenton Restricted Speed 
oN Yard not exceeding 5 MPH 


Against Current of Traffic 
Entire Trenton Line passenger 50 MPH; freight 40 MPH 


4. EQUIPMENT RESTRICTIONS. 
None 


. AC ELECTRICAL OPERATING INSTRUCTIONS: 


A. power dispatcher in charge 
— SEPTA RRD Wayne Jct. 

B. tracks equipped 
— main and interlocking tracks, northbound and south- 
bound layoff tracks at Jenkin, crossovers at Steel and Beth 
and West Trenton Yard 

. pantograph pressure switch operation 

— low position 

D. special operating conditions 
— during periods of high winds, electric trains must drop 
pantographs while crossing the Delaware River Bridge 


. LOCATION OF STANDARD CLOCKS, BULLETIN BOARDS 
AND EMPLOYEE REGISTERS. 
None 
. LOCATION OF ELECTRICALLY LOCKED HAND 
oN OPERATED SWITCHES. 


Within Jenkin on No. 1 Track {south end of the Southbound 
Layoff) 
Langhorne on No. 4 Track (public delivery) 
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58 NESHAMINY LINE 


AND CONRAIL TRENTON LINE 
(BETWEEN CP-NESHAMINY AND TRENT) 


8. LOCATION OF HAND OPERATED SWITCHES WHERE 
RULE 261 IS IN EFFECT THAT ARE NOT ELECTRICALLY 
LOCKED. 


None 


9. GRADE CROSSINGS. 
A. location/type 


MUNICIPALITIES 


Mile Post 


Rydal Rd. Abington Twp. 


Lower Moreland 
Red Lion Rd. Twp. 


Lower Moreland 
Pine Rd. Twp. 


Lower Moreland 
Tomlinson Rd. Twp. 


Byberry Rd. Philadelphia 
Bellevue Ave. Langhorne 
Woodbourne Rd. | Middletown Twp. 


Township Line Rd. | Middletown Twp. 


Lower Makefield 
Dobry Rd. Twp. 


Lower Makefield 
Heacock Rd. Twp. 


Lower Makefield 
Stoney Hitl Rd. Twp. 


Lower Makefield 
Edgewood Rd. Twp. 


xx «x x «K «KM KK KIC 
PC eSSC*di By 


B. special operating conditions 


AER GTe 


Boveyes [ReduonAa [Nov ||| [11[e 


Tomlinson No. 1 
Rd. and No. 2 xX 


NOTE 1 — At Red Lion Road, located 3665 feet north of Bethayres, 
trains having stopped on No. 1 Track south of Pine Road, located 
412 feet south of Philmont or having used crossover at Beth, shall 
approach Red Lion Road, in either direction, at a speed not 
exceeding 10 MPH. 
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NESHAMINY LINE 59 


AND CONRAIL TRENTON LINE 
(BETWEEN CP-NESHAMINY AND TRENT) 


10. RADIO BASE STATION LOCATIONS AND TIME 
MONITORED. 


Conrail Trent monitors SEPTA RRD channel 4 and Conrail 
channel 2 continuously. 


. LOCATION OF WAYSIDE PHONES CONNECTING WITH 
THE TRAIN DISPATCHER OR OPERATOR. 


Jenkin — Southward int. Signal Pole 10/27 

Ayres — Northward Signal 

Ayres — Box on Pole 14/17 

Ayres — Southward Signal Pole 15/2 

Bethayres — Adjacent to partial high level platform. 
Philmont — (Pole 16/10) 

Philmont — South end of yard (Pole 16/13) 
Philmont — North end of yard (Pole 17/5) 
CP-Neshaminy — Northward and Southward int Signals 
Parkland — Pole 22/13 

Langhorne — Booth North of Bellevue Ave Pole 23/19 
Langhorne — Signal Bridge Pole 24/10 
CP-Fairless Jct. — Signal Mast Pole 25/5 
CP-Woodbourne — Northward Home Signal 
CP-Woodbourne — Southward of Yard Pole 26/7 
Woodbourne — Pole 26/3 

Woodbourne Northend of Yard Pole 26/5 
CP-Wood — Northward Home Signal Pole 26/15 
CP-Wood — Outside Relay House Pole 26/21 
CP-Wood — Southward Home Signal Poije 27/4 
Yardley — Edgewood Road Crossing 

Yardley — South of Station Pole 30/6 

Yardley — South of Station Pole 30/16 

West Trenton Station — Southbound Platform 
West Trenton — MU — Yard 


. TELEPHONE NUMBERS. 
Wind 
— 951-6956 
Conrail Trent 
— 596-3856, (609) 992-3190 


. PASSENGER STATION PLATFORMS (OTHER THAN LOW 
LEVEL). 


Langhorne has a partial high level platform at the southern end 
of the low level platform on No. 1 track only and Bethayres, 
Forest Hills and Neshaminy Falls have partial high level 
platforms located at the southern end of the low level platforms 
on No. 1 track and at the northern end of the low level platforms 
on No. 2 track. 


. MISCELLANEOUS INSTRUCTIONS. 


A. Consolidated Rail Corporation Rules of the Transportation 
Departmentis in effect on the Trenton Line. This information 
is co-published with the permission of Conrail for SEPTA 
RRD operations. 

. The following are Special Instructions from the Conrail 
Timetable applicable on the Trenton Line. 
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NESHAMINY LINE 


AND CONRAIL TRENTON LINE 
(BETWEEN CP-NESHAMINY AND TRENT) 


14a-2. STATE OF NEW JERSEY P.U.C. ORDER 


Engineers will use one long sound of the engine whistle or 
horn approaching a passenger station on a track adjacent 
to a platform during daylight hours. This signal is not 
required during hours of darkness except when engineer 
observes persons on or near station platform. 


78-4. HOT BOX DISPLAY BOARD 
Axle Count Method from REAR END of Train. 


If no hot boxes are detected, Detector Display Board will 
indicate all zeros. 


If a hot box is detected, appropriate alarm light on top of 
Display Board will flash and axle location of first two hot 
journals on right and/or left side will be displayed. 


Crew members must abserve indications of Detector 
Display Light until rear car of train passes Hot Box Detector 
location. 


. No light lit at detector location indicates detector not 
operating and train must be stopped and inspected 
after passing the detector display board location. 

. Asteady while light at detector location indicates train is 
being scanned properly. 

. A flashing amber light at the detector indicates one or 
more hot journals have been detected on the train. 

. If a flashing amber light at the detector location was 
observed and all zeros are shown on the detector 
display board, the train must be stopped for inspection. 
After passing the detector location, a train routed to a 
track not equipped with a remote display board must be 
stopped promptly if inspection is necessary. 

Indications will remain lighted on display board until rear 
car passes the detector display board. 


If white Jight under display board is lit, more than 2 hot 
boxes on the left and/or right side of the train have been 
located and the entire train rear of the second hot axle(s) 
must be examined. 


If hot journal indicted, train must be stopped and train 
dispatcher must be promptly notified. 


Detector Display Board gives location of every hot box by 
axle count from rear of train. Do not overlook multiple axle 
truck when counting. If hot journal is not found on axle 
indicated on Detector Display Board, all axles on the four 
cars immediately ahead and behind the axle indicated 
must be closely inspected. 


Engine and train service employees must be thoroughly 
familiar with Typical Displays of Hot Box Detector Display 
Board. 


83-1. MOVEMENT OF TRAINS 


Trains must not leave locations where temporary Block 
Stations are in service without a Clearance Form A. 


. An engineer who has not made a trip in Road Service, as 


such within a period of six months over the portion of 
railroad on which he is expected to operate within the State 
of New Jersey must not be used on such portion of the road 
until he has been re-examined and qualified by the proper 
officer. 








NESHAMINY LINE 61 


AND CONRAIL TRENTON LINE 
(BETWEEN CP-NESHAMINY AND TRENT) 


15. MU YARD TRACK DESIGNATIONS AND LENGTHS. 
West Trenton Yard 


Hosea | weg nee se 
*see note 
eee 
ce 
ee 


NOTE — Distance is to end of track. 
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interlocking 


G.O. 401 


Radio Channels 


NORRISTOWN LINE 


STATIONS 


CP-16TH ST. JCT. 
(Connection to 
Amtrak and Main Line) 
R-WAYNE 


ALLEGHENY 

28TH STREET JCT. 
EAST FALLS 
DRIVE 
WISSAHICKON 
MANAYUNK EAST 
GREEN 

IVY RIDGE 
SHAWMONT 
RIVER 

MIQUON 

SPRING MILL 
CONSHOHOCKEN 
CREEK 


PLYMOUTH JCT. 
(Connection to 
CR-Plymouth Industrial Track} 


IVY ROCK 

MOGEES 

FORD 

SAWMILL 

DEKALB STREET 

CP-KALB R-NORRIS 
CP-BRIDGE R-NORRIS 
MAIN STREET 


CP-ELM 
(Connection to 
CR-Stoney Creek Branch) 
R-NORRIS 


ELM STREET 
(END OF TRACK) 
CP-BRIDGE 
CP-ISLAND 
CP-KALB R-NORRIS 


R-NORRIS 


CP-ISLAND R-NORRIS 


R-NORAIS. 


Mile Post 


Capacity In Feet 


Siding 
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1. METHOD OF OPERATION/RULES IN EFFECT, 
DESIGNATION AND USE OF MAIN AND CERTAIN 
AUXILIARY TRACKS OUTSIDE INTERLOCKING LIMITS. 


Fae | coxa [nor lll | bet lols 
St. Jct. CP-Kalb X | X X 
Era ee ee 
St. Jct. CP-Kalb 

roP.cab [sins 
fop-cab [noe 
Popaiand [noe 


Elm St. 
Yard All 


X — indicates in service. 
Tracks are numbers west to east. 


NOTE 1 — At the following locations the second paragraph of Rule 
151 will not apply. Trains may operate against the current of traffic 
under manual block signal system rules without a train order: 


No. 1 track from Sawmill to CP-Kalb and No. 2 track from Norris 


to CP-Island when authorized by the train dispatcher on verbal 
permission of the operator at Conrail Norris. 


No. 2 track from Norris to CP-Island when authorized by the 
train dispatcher on verbal permission of the operator at Wayne. 


The train dispatcher must determine that the block is clear of all 
Opposing movements. Form J train order must be issued to the 
operator in charge of that track. The operator must apply blocking 
devices with signal in Stop position, at station where opposing 
movements must be held. Notation confirming this procedure must 
be made on the Dispatchers Record of Train movements and the 
operator's Station Record of Train movements before permission 
is granted. 


The conductor and engineer must receive verbal permission anda 
Clearance Form A. 
2. TRAIN DISPATCHER IN CHARGE. 
Desk B at the Regional Rail Operations Center 
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64 NORRISTOWN LINE 


3. MAXIMUM AUTHORIZED SPEEDS AND SPEED 
RESTRICTIONS. 


Single | No.1 | No.2 | No.3 | No. 4 
Track | Track | Track | Track | Track 
BETWEEN/AT 


CP-16th eel Jct. 
eel CP-Kalb 


CP-16th St. Jct. 
Crossover Between 
No. 1 and No. 2 


Curves between 
MP8.3 and MP9.2 


Conshohocken: 
Movement against the 
current of traffic within 
limits of control circuits 
for crossings at Cherry, 
Poplar, Ash and 

Harry Streets 


Between CP-Kalb 
and Norris 


CP-Kalb: All Diverging ae 
Routes 


Between CP-Kalb and cos \ 
CP-Elm 


Between Marshall St. Restricted Speed 
and End of Track not exceeding 10 MPH 


Between CP-Bri 

sceriae” folol | | | | | | | 
CP-lIsland: Fortes 

All Diverging Routes 


Restricted Speed 
Elm St Yard not exceeding 5 APH 


4. EQUIPMENT RESTRICTIONS. 
None 


5. AC ELECTRICAL OPERATING INSTRUCTIONS: 


A. power dispatcher in charge 
— SEPTA RRD Wayne Jct. 

B. tracks equipped 
— main (except CP-Kalb to Norris and CP-Bridge to CP- 
Island), interlocking, station track, Elm St. Yard and 
crossovers at 28th St. Jct, Drive, Green, River, Creek, 
Plymouth Jct, lvy Rock and Sawmill 

. pantograph pressure switch operation 

— low position 

D. special operating conditions 


— None {iN 


“we 
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NORRISTOWN LINE 65 


. LOCATION OF STANDARD CLOCKS, BULLETIN BOARDS 
AND EMPLOYEE REGISTERS. 


a 4 Conrail Norris 


— standard clock and bulletin board 


. LOCATION OF ELECTRICALLY LOCKED HAND 
OPERATED SWITCHES. 


North of CP-16th St. Jct, on No. 1 track (connection to Amtrak 
North Philadelphia) 


. LOCATION OF HAND OPERATED SWITCHES WHERE 
RULE 261 IS IN EFFECT THAT ARE NOT ELECTRICALLY 
LOCKED. 


Main St. on Single Track (Times Herald) 


. GRADE CROSSINGS. 
A. location/type 


MUNICIPALITIES 


X — Bucks Only 


Scotts Ln. Philadelphia 
aa indian Queen Ln. | Philadelphia 
School House Ln. | Philadelphia 
Glenn Willow Rd. | Philadelphia 
Shawmont Ave. Philadelphia 
Nixon St. Philadelphia 
River Rd. Philadelphia 
Spring Mill Rd. Whitemarsh Twp. 
End St. 


< < ! Gates 


Whitemarsh Twp. 





Cherry St 
Poplar St 

Ash St. 

Harry St 

Ford St. 
Washington St 
Main St 
Marshall St. 


Conshohocken 
Conshohocken 
Conshohocken 
Conshohocken 
Norristown 
Norristown 
Norristown 
Norristown 


x KK KK KK KK KK KK KOK OK: SCO | sSC#F‘ilashers 


~~ KK KK KK OK 
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66 NORRISTOWN LINE 


B. special operating conditions 


See 1103-A1 
LOCATION TRACK 
Glen No. 1 
Manayunk | Willow Rd. and No. 2 
hawmont Ave. | No. 1 
Nixon St. and No. 2 
No. 1 
migun rivera —_[asahoe | | | | | | Io 
Spring Mill Rd. | No. 1 
Spring Mill | End and No. 2 


Consho- 
hocken Washington St. | Industrial X 


Markley St. 
Main St. (Route 202) Industrial 


Washington St. 
Markley St. X 


NOTE 1 — Automatic highway crossing protection operates for 
movement with the current of traffic only. Movements against the 
current of traffic must approach the crossing prepared to stop and 
not foul crossing unless protection is operating. 


10. RADIO BASE STATION LOCATIONS AND TIME 
MONITORED. 


Conrail Norris monitors SEPTA RRD channel 2 and 
Conrail/Amtrak channel 1 continuously 


_ LOCATION OF WAYSIDE PHONES CONNECTING WITH 
THE TRAIN DISPATCHER OR OPERATOR. 


CP-16th St. Jct. Inbound Side. 

28th St. Jct. Pole box S. side of Hunting Ave. 

Manyunk — on face of station 

Fountain St 

Shawmont — on face of station. 

Miquon — on face of station. 

Creek 

Pole box opposite crossover switches Plymouth Jct. 

Pole box 300 yd N. of Crossover switches. 

Ivy Rock pole box S. end crossover switches. 

Mogees — N. end of platform. 

DeKalb St. — adjacent to northward interlocking signal at 
CP-Kalb. 

Southward interlocking signal CP-Kalb. 

Adjacent to Southward and Northward interlocking signal 
bridge. 

Adjacent to Southward and Northward interlocking signal 
—CP-Elm. 


. TELEPHONE NUMBERS. 


Wayne 

— 951-6955 
Conrail Norris 
— 768-5098 
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NORRISTOWN LINE 67 


13. PASSENGER STATION PLATFORMS (OTHER THANLOW 
LEVEL). 


Elim St. is equipped with a full length high level platform. Spring 
Mill is equipped with partial high level platforms located at the 
north end of the low level platform on No. 2 Track and the south 
end of the low level platform on No. 1 Track. 


. MISCELLANEOUS INSTRUCTIONS. 
None 


. MU YARD TRACK DESIGNATIONS AND LENGTHS. 
Elm St. Yard 


nom youn point 
Track name/number length in feet to opposing... 
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WARMINSTER LINE 





STATIONS 


the i 
SOUTH NORTH 


CARMEL (Connection 
to Main Line) 
R-WIND 


ARDSLEY 


CP-LYNN 
R-WIND 


ROSYLYN 
CRESTMONT 
WILLOW GROVE 


CP-GROVE SOUTH 
R-WiIND 


CP-GROVE NORTH 
R-WIND 


FULMOR 
HATBORO 


CP-WARM 
R-WIND 


WARMINSTER 


JOHNSVILLE 
(Connection to 
NH &LR.R) 


Mile Post 
Siding 
Capacity in Feet 


NOTE 1 — Controlled Signa! (Northward only). 
No. 1 and No. 2 Tracks 


NOTE 2 — Controlled Signal (Southward only}. 
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WARMINSTER LINE 69 











1. METHOD OF OPERATION/RULES IN EFFECT, 
DESIGNATION AND USE OF MAIN AND CERTAIN 
AUXILIARY TRACKS OUTSIDE INTERLOCKING LIMITS. 


5 le 
TRACK ALS: £ 
8 igEls 


jcptynn | Not [xx] | [x] [s| | 
/Carmel__| cp-tynn | No.2 xix} | |x} [ni] 
|cp-tynn | Warminster | singe |x} [x] | | [| 


Willow 
Grove 
Siding 















Warminster 
Storage 
Track 


205 feet 600 feet Warminster 
north of north of Running 
Warminster | Johnsville Track 


X — Indicates in service. 
Tracks are numbered west to east. 


NOTE 1 — An Approach Signal (Rule 285) on signal No. 517, 
south of Warminster, or verbal permission from the operator at 
Wind is the authority to occupy the Warminster Running Track. 























2. TRAIN DISPATCHER IN CHARGE. 
Desk A at the Regional Rail Operations Center 






3. MAXIMUM AUTHORIZED SPEEDS AND SPEED 


RESTRICTIONS. 
Single | No. 1 | No. 2 
Track ; Track | Track 









BETWEEN/AT 











Northern limits of Carmel Interlocking and 
CP-Lynn (spring switch} 


Except: 
over Mt. Carmel Ave. (MP 0.20) 
grade crossing 
over spring switch No. 2 track to 
Single track 
CP-Lynn (spring switch) and Warminster 4ofes} | | | | 
pt: 
over Davisville Rd. (MP 4.00) 
rade crossing and Old York Rd. 
southern limits of CP-Grove South 
interlocking and Davisville Rd. 
(MP 4.00) grade crossing southward) 
southern limits of CP-Grove South 
interlocking and signal No. 511 
(northward 


Except 
MP 4.05) grade crossing (northward) 
G.O. 401 






















WARMINSTER LINE 


Single | No. 1 | No. 2 
Track | Track | Track 


Leon Mee eaccrs: | Rd. (MP 6.40) grade crossing 
and Fulmor Leon Mee eaccrs: | 
int 150 feet south of Byberry Rd. 
(MP 6.40} grade al and Byberry 
d. (MP 6.40) (northward) 
Ase 164 feet north of ey 
Li 6.40) grade crossing and Bi sith 
d. (MP 6.40) (southward) 
ae 210 feet south of Moreland Ave. 
ure ay sia and Byberry 
d. (MP 40) (northward) 


over aoe ae (MP 6.65) grade 
crossing 


over Meadowbrook Ave. (MP 7.05) 

grade crossing 

over Country Line Rd. (MP 7.25) grade 

crossing 

a point 1550 feet south of Warminster 

and Warminster 15| 140 


| Within Witlow Grove Siding toto] | | | 


4. EQUIPMENT RESTRICTIONS. 
None 








































. AC ELECTRIC OPERATING INSTRUCTIONS: 


A. power dispatcher in charge 
— SEPTA RRD Wayne Jct. 

B. tracks equipped 
— main, interlocking and station tracks, Willow Grove and 
Hatboro sidings, the storage track at Warminster and the 
Warminster Running Track to a point 800 feet north of the 
storage track switch as designated by a sign “END OF 
ELECTRIFICATION” suspended on the first catenary pole 
south of Street Rd. 

C. pantograph presure switch operation 
— low position 

D. special operating conditions 

— None 





. LOCATION OF STANDARD CLOCKS, BULLETIN BOARDS 
AND EMPLOYEE REGISTERS. 


None 












. LOCATION OF ELECTRICALLY LOCKED HAND 
OPERATED SWITCHES. 


North of Fulmor on Single tack (Vicks) 
Hatboro Siding on Single track (both ends) 
Warminster (south end of the Storage track) 
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WARMINSTER LINE 71 


8. LOCATION OF HAND OPERATED SWITCHES WHERE 
RULE 261 IS IN EFFECT THAT ARE NOT ELECTRICALLY 
om LOCKED. 
. 10 feet north of Byberry Rd. on Single track (public delivery) 
1085 feet north of Hatboro on Single track (Hatboro Lumber) 
10 feet north of Country Line Rd. on Single track (LaRosa Co.) 
2469 feet south of Warminster on Single track (Burpee} 


. GRADE CROSSINGS. 
A. location/type 


— Bucks Only 


rivate 


otes 


Gates 
xX 
P 
N 


Mt. Carmel Ave. | Abington Twp. 
Jenkintown Rd. Abington Twp. 
Bradfield Rd. Abington Twp. 


Easton & 
Susquehanna Rd. | Abington Twp. 


Upper 
Moreland Rd. Moreland Twp. 


“ Morel 
| } Davisville Rd. oreland Twp. 


Upper Moreland 
Old York Rd. Twp. 


Upper Moreland 
Township Bldg. Twp. 


Warminster Rd. Hatboro 
Fulmor Ave. Hatboro 
Byberry Rd. Hatboro 
Moreland Ave. Hatboro 
Montgomery Ave. | Hatboro 
Meadowbrook Ave. | Hatboro 
County Line Rd. ‘| Hatboro 
Street Rd. Warmmnster Twp. 


< »< / Flashers 


<~ MRM 


| 


x Xx KK RK RM RK RK 
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72 WARMINSTER LINE 


special operating conditions 


| See 1103-A1 | See 1103-A1 103-A1 
LOCATION TRACK 3 
Mt Carmel No. 1 
Carmel Ave. and No. 2 
Jenkintown 
Ardsley Rd. 


Bradfield Rd. 


ee ere co 
Park Ave industrial 
| Johnsville | StreetRd | Single —s| | | | | | le 


NOTE 1 — Automatic highway crossing protection operates for 
movement with the current of traffic only. Movements against the 
current of traffic must approach the crossing prepared to stop and 
not foul crossing, unless protection is operating. 


NOTE 2 — Trains must approach crossing prepared to stop, 
unless it is known the automatic highway crossing protection is 
operating. If the automatic highway protection is not operating, 
member of crew must provide protection as prescribed by Rule 
103a. 


10. RADIO BASE STATION LOCATIONS AND TIME 
MONITORED. 


None 


. LOCATION OF WAYSIDE PHONES CONNECTING WITH 
THE TRAIN DISPATCHER OR OPERATOR. 


Carmel! — Southward Signal Cat 0/2 
CP-Lynn — End of Double Track 
Crestmont — Station 

Willow Grove — Station 

CP-Grove South 

CP-Grove North 

Fulmor — Vicks Siding 

Hatboro — Adj. to Auto Sig. 514 
Hatboro — in Hall of Station 
Warminster — Storage Track crossover 
Warminster — Crew Room 
Warminster — Street Rd. 


. TELEPHONE NUMBERS. 
Wind 
— 951-6955 

. PASSENGER STATION PLATFORMS (OTHER THAN LOW 
LEVEL). 


Warminster is equipped with a full length high level platform. 
Roslyn is equipped with partial high level platform located at 
the north end of the low level platform on single track. 


. MISCELLANEOUS INSTRUCTIONS. 


A. Location and normal position of spring switches. 
CP-Lynn, normal position is lined for movement from single 
track to No. 1 track. 
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WARMINSTER LINE 73 


B. Southbound movements at Rosyin. 
When a train encounters signal 504, located 70 feet north 
of Roslyn, displaying Stop and Proceed (Rule 291) must 
stop and further movements will be governed as follows: 


Examine switch; 
If found reversed, operate hand ground lever to restore 
switch to normal position. 


If found in normal position, but not fully closed, examine 
switch for obstruction between switch point and stock rail 
and if after reversing and again closing the switch with the 
ground lever, switch will not fully close and the signal will 
not clear, immediately notify train dispatcher. 


When spring switch is reversed by hand, the switch must 
be restored to normal position by hand. 


. Location of dual controlled switches. 
Interlocking switches at CP-Grove North and CP-Grove 
South are dual controlled. When necessary, operate in 
accordance with Special instruction 1104-A1. 


. Close clearance at Warminster. 
Account close clearance, all equipment exceeding the 
limits of Plate “B” and Plate “C” (10 feet, 8 inches in width) 
must not be operated on Single track within the limits of the 
station platform at Warminster. 





Account close clearance, employees must not ride on the 
side of moving equipment within the limits of the station 
platform at Warminster. 

Close clearance signs are located at the north and south 
ends of the platform. 





. Warminster: 
Northward “End of Automatic Block” sign is located 205 
feet north of Warminster on Single Track. 


A hand operated derail is located at the End of Automatic 
Block sign and is in normal position when in the non- 
derailing position. The derail must not be placed in the 
derailing position unless permission is received from the 
train dispatcher. 


15. MU YARD TRACK DESIGNATIONS AND LENGTHS. 
None 
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¥ i285 STATIONS 2 : 
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ElE@ “nO 
x SCHUYLKILL R-BROAD 
Xx 30TH ST. R-BROAD 
xX WEST R-BROAD 
X CP-WALNUT R-BROAD 
x CP-ARSENAL R-BROAD 
(Connection to Amtrak) 
BREYERS 
49TH ST. 
ANGORA 
FERNWOOD-YEADON 
FERN 
LANSDOWNE 
GLADSTONE 
CLIFTON-ALDAN 
PRIMOS 
SECANE 
CANE R-BROAD 
MORTON-RUTLEDGE 
COLLEGE 
SWARTHMORE : 
WALLINGFORD fx 


MOYLAN—ROSE VALLEY 
MEDIA 

CP-N. ELWYN R-MEDIA 
ELWYN 

CP-S. ELWYN R-MEDIA 
WILLIAMSON SCHOOL 

GLEN RIDDLE 

LENNI 

WAWA 

DARLINGTON 

GLEN MILLS 

LOCKSLEY 

CHEYNEY 

WESTTOWN 

END/BEGIN BLOCK 


WEST CHESTER UNIV. __ Station 
WEST CHESTER Track © 


NOTE 1 — Part time block and train order station open as 
indicated in tem 14. Miscellaneous Instructions. 


NOTE 2 — Block station only (for southward trains); controlled 
signal for northward trains 


NOTE 3 — Operator Media may accept office indication at CP- 
South Elwyn that train has passed signai. 


NOTE 4 — interlocking on No. 6 Track, connection to Powelton 
Ave. Yard. 
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1. METHOD OF OPERATION/RULES IN EFFECT, 
DESIGNATION AND USE OF MAIN AND CERTAIN 
AUXILIARY TRACKS OUTSIDE INTERLOCKING LIMITS. 


No. 5 
CP-Walnut | CP-Arsenal | and No. 6 





End/Begin 
CP-S. Block 
Elwyn (MP 26.8) 


End/Begin 
Block Station 
(MP 26.8) Cheeta Running Rule 112 


Media Yard ) an | Rule 113 


— Indicates in service. 
f NOTE 1 — Tracks are numbered from east to west. 
NOTE 2 — Tracks are numbered from west to east. 


NOTE 3 — Clear block indication at CP-S. Elwyn is authority for 
southward passenger trains to use Station Running Track; all other 
Southward trains must not pass End/Begin Block sign at MP 26.8 
without permission of Operator at Media. Southward trains must 
report arrival at West Chester to Operator at Media. 


NOTE 4 — Controlled by Media. 


2. TRAIN DISPATCHER IN CHARGE. 
Desk B at the Regional Rail Operations Center 
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3. MAXIMUM AUTHORIZED SPEEDS AND SPEED 
RESTRICTIONS. 


Single | No. 1 | No. 2 | No.5 | No.6 
Track | Track | Track | Track | Track 
Schuylkill and North end 
Straight Track Market St 
Tunnel 


Northend Straight Track 
Market St. Tunnel and 

signal bridge southward 
from Market St. Tunnel 


Signal Bridge southward 
from Market St Tunnel and 
the southern limits of 

CP-Arsenal 


Southern limits of CP- 
Arsenal Interlocking and 
northern limits of Media 

interlocking except: 


Curve CP-Arsenal to 
Woodland Ave 
overhead bridge 


Curve north of Femwood _| north of Fernwood 


Lansdowne, Union Ave. 
crossing 


Bridge 7.11 South 
of Gladstone 


Northward Passenger 
Trains on No 2 Track, over 
Providence Rd., Secane 


Amosland Rd., 

Woodland Ave. and 

Blue Church Rd. crossings 

Bridge 11.87 North of 

Wallingford 

yaa at Moylan-Rose 
eres 


[Media interlocking [1510] | | | | | | 
Media interlocking and 
CP-S. Elwyn except: 

; Restricted Speed 
Media Yard not exceeding 5 MPH 
Curve between MP 14.4 
and northbound Inter- 
locking Signal, Media 
Bridge 14.41 South 
of Media 
First curve south of Elwyn 
passenger station 
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Single | No.1 | No.2 | No.5 | No.6 
Track | Track | Track | Track | Track 


BETWEEN/AT 


CP-S. Elwyn and 
End/Begin Block except: 


Reverse Curve South of 
Glenn Riddle 


First Curves Northward 
and Southward from Wawa 


Curves at Glenn Mills 
Quarry 


End/Begin Block and West 
Chester except: 


Neilds and 
Union St. crossings 


Against Current of Traffic 


| Against Current of Tratfic 
Entire Branch Except No. 2 | lreleolaolool | | t 
Track Fernwood 

to Lansdowne 

Femwood andLansdowne | | | | {30/30} | | | 


Work and Stone Trains 


| Workand Stone Trains 
EmynandGienmits | jo) | | | | f | t 


4. EQUIPMENT RESTRICTIONS. 


Model of Engines 
See 1160-A1 


LOCATION 
Entire Branch — Notes (1) (2) (3) (4) (6) (7) 


Two Col. 5 engines must not be 
operated beyond Angora unless 
spaced by two cars. 

Br. 4.79 — Angora (8) 

Br. 7.11 — Gladstone (8) 

Br. 11.87 — N. of Wallingford (8) (9) 
Br. 14.41 — Media (8) 

Br. 20.31 — N. of Glen Mills (8) 

Br. 25.75 — First Undergrade Bridge 
North of MP26 (8) 

All Industrial Tracks 

Wawa and West Chester (5) 


West Chester 
Trestle — C. C. Hipple No. 2 
NOTE 1 — GP 35 restricted to 35 MPH. 
NOTE 2 — U28C, SD-45-2 engines prohibited. 


NOTE 3 — RS3 engines may use industrial tracks between CP- 
Arsenal and West Chester. 


NOTE 4 — SD45 engines restricted to 15 MPH. 


NOTE 5 — Models SD45 and SDP45 engines are prohibited 
between Wawa and West Chester account close clearance. 


NOTE 6 — Car and Lading exceeding 220,000 pounds prohibited. 
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NOTE 7 — Cars, loads or other equipment for movement between 
CP-Arsenal and 540 feet south of 49th St. must not exceed 15 feet 
8 inches above top of rail. 


NOTE 8 — Trains hauling wreck derrick must not exceed speed 
indicated over the following bridges: 

Br. 4.79 Angora 10 MPH. 

Br. 7.11 Gladstone 10 MPH. 

Br. 11.87 Northward from Wallingford 10 MPH. 

Br. 14.41 Media 10 MPH. 

Br. 20.31 Northward from Glen Mills 20 MPH. 

Br. 25.75 first UG Br. north MP26 — 25 MPH. 


NOTE 9 — Only one freight train may occupy bridge 11.87 at a 
time. Freight trains must not exceed 10 MPH while on the bridge. 


5. AC ELECTRICAL OPERATING INSTRUCTIONS: 


A. power dispatcher in charge 
— SEPTA RRD Wayne Jct. 
B. tracks equipped 
— main, interlocking, running and station tracks, Media 
Yard, crossovers at Breyers, Fern, and College, Elwyn 
siding, the shuttle track at Media and Lenni Training 
Facility. 
. pantograph pressure switch operation 
— high position 
. special operating conditions 
— phase gap located at MP 16.9 (between Glen Riddle and 
Lenni) 


. LOCATION OF STANDARD CLOCKS, BULLETIN BOARDS 
AND EMPLOYEE REGISTERS. 
Media 
— standard clock, bulletin board and employee register 


. LOCATION OF ELECTRICALLY LOCKED HAND 
OPERATED SWITCHES. 


North of CP-Arsenal on No. 5 track (crossover to No. 5 
Running track} 

South of Cane on No. 1 track (Lansdowne Steel) 

South of Media on Single track (No. 1 track, Media Yard) 
South of Elwyn on Single track (south end of Elwyn Siding) 


. LOCATION OF HAND OPERATED SWITCHES WHERE 
RULE 261 IS IN EFFECT THAT ARE NOT ELECTRICALLY 
LOCKED. 


None 
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9. GRADE CROSSINGS. 
A. location/type 


Union Ave. 
Wycombe Ave. 
Oak Lane 
Bishop Ave. 
Providence Rd. 
Amosiand Rd. 
Woodland Ave. 


Blue Church Rd. 
Swarthmore Rd. 


Tumer Rd. 
Private 

Lenni Rd. 
Private 

Glen Mills Rd. 
Locksley Rd. 
Private 
. Private 
Station Rd. 
Cheyney Rd. 


tt ag 
Woods Rd. 


Private 
Private 
Nield's St 
Union St. 


MUNICIPALITIES 


Lansdowne 
Lansdowne 

Upper Darby Twp. 
Upper Darby Twp. 
Upper Darby Twp. 
Morton 

Morton 

Morton 
Swarthmore 


Nether 
Providence Twp. 


Middleton Twp. 
Middleton Twp. 
Middleton Twp. 
Thornbury Twp. 
Thornbury Twp. 
Thornbury Twp. 
Thornbury Twp. 
Thornbury Twp. 
Thornbury Twp. 


Thombury Twp. 


West Goshen Twp. ( 


West Goshen Twp. 
West Chester 
West Chester 


Mile Post 


x <x «x «x OK x x «><! *Flashers 
xx x x x «& x & &'! Gates 


< 
> a4 


.X — Bucks Only 
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B. special operating conditions 


| No. 1 
Lansdowne | Union Ave. and No. 2 


Wycombe 


Primos [Oak Ave, 
Lenni Rd. 


West Nields St 
eee 


NOTE 1 — At Nields Street and Union Street, West Chester, before 
making movement over public crossing at grade, trains must come 
to a complete stop clear of crossing then proceed after sounding 
engine whistle or horn in accordance with rule 14 (b). 


10. RADIO BASE STATION LOCATIONS AND TIME 
MONITORED. 


Media monitors SEPTA RRD channel 2 and Conrail/Amtrak 
channel 1 continuously 


. LOCATION OF WAYSIDE PHONES CONNECTING WITH 
THE TRAIN DISPATCHER OR OPERATOR 


CP-Arsenal — Southern Limits : 
Fern — at Crossover rN 
Cane 

College — at Crossover 

Swarthmore — at Station 

Wallingford — at Station 

Elwyn — North end of Platform 

West Chester University — South of Station 

West Chester — at Station 


. TELEPHONE NUMBERS. 


Broad 

— 574-8513, 574-8514, 574-8515 
Media 

— 566-6191 


. PASSENGER STATION PLATFORMS (OTHER THAN LOW 
LEVEL). 


Morton-Rutledge is equippped with partial high level platforms 
located at the south end of the low level platform on No. 1 track 
and the north end of the low level piatform on No. 2 track. 
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14. MISCELLANEOUS INSTRUCTIONS. 


A. Glen Mills: 

On tracks within Glen Mills Quarry, cars must not be left 
standing on No. 1 Track between north end of rock crusher 
and south end of crossover from No. 1 Track to No. 2 Track. 

. CP-S. Elwyn: 
If Clearance Form “A” has been issued to pass Manual 
Block Signal displaying “Stop Signal” (Rule 292), trains will 
proceed in accordance with “Caution” (Rule 285 (A) 
Indication until a more favorable signal is received. 

. Train Order Indicators at 30th St 
Asystem of oscillating yellow lights and indicating numbers 
are located at the north end of 30th St. Station. When 
displayed, they will indicate that 30th St is open as a part 
time block station and train order station and that train 
orders and/or instructions are held for crew members of 
trains departing northward from 30th St. Externally 
displayed numbers 1 through 8 will be used as designated 
below to indicate that train orders and/or instructions are 
held for crew members operating trains to designated lines: 


1. Main Line from Airport 5. Lansdale/Doylestown 
2. Warminster 6. Norristown 
3. Neshaminy 7. Chestnut Hill East 
4. Main Line to 8. Fox Chase 
Roberts Ave. Yard 


Trains destined to the respective line number displayed must not 
depart 30th St. without Clearance Form A when oscillating yellow 
lights are illuminated. 


15. MU YARD TRACK DESIGNATIONS AND LENGTHS. 
Media Yard 


from fouling point 
to opposing... 
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. METHOD OF OPERATION/RULES IN EFFECT, 


DESIGNATION AND USE OF MAIN AND CERTAIN 
AUXILIARY TRACKS OUTSIDE INTERLOCKING LIMITS 


Rule 113 


. TRAIN DISPATCHER IN CHARGE. 


None 


. MAXIMUM AUTHORIZED SPEEDS AND SPEED 


RESTRICTIONS. 


All tracks are Restricted Speed not exceeding 5 MPH except 
the Duck Under track which is Restricted Speed not exceeding 
10 MPH. 


. EQUIPMENT RESTRICTIONS. 


A. In referrence to the models of engines listed in Special 
Instruction 1160-A1: on the Industrial and Team tracks, 
Column 5 engines are prohibited; on the east and west end 
of the car Shop tracks and west end of the Spur track, 
Column 3 (except GP-9}, 4 and 5 engines are prohibited. 

. Silverliner lV equipment is prohibited from occupying No. 2 
Storage track. 


. AC ELECTRICAL OPERATING INSTRUCTIONS: 


. power dispatcher in charge 
— Amtrak Power Director at 30th St. 

. tracks equipped 
— all tracks except tracks inside the Barn, the Industrial 
track and the Team track 


. pantograph pressure switch operation 
— high position 

. special operating conditions 
— None 


. LOCATION OF STANDARD CLOCKS, BULLETIN BOARDS 


AND EMPLOYEE REGISTERS. 


Paoli Yard Crew Quarters — standard clock, bulletin board 
and employee register. 


. LOCATION OF ELECTRICALLY LOCKED HAND 


OPERATED SWITCHES. 
None 


. LOCATION OF HAND OPERATED SWITCHES WHERE 


RULE 261 IS IN EFFECT THAT ARE NOT ELECTRICALLY 
LOCKED. 


None 


. GRADE CROSSINGS. 


A. location/type 
— None 

B. special operating conditions 
— None 


. RADIO BASE STATION LOCATIONS AND TIME 
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MONITORED. 


Paoli Yard Office monitors Conrail/Amtrak channel 1 con- 
tinuously when yardmaster is on duty. 
Amtrak Paoli monitors Conrail/Amtrak channel 1 continuously. 
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. LOCATION OF WAYSIDE PHONES CONNECTING WITH 
THE TRAIN DISPATCHER OR OPERATOR. 


— None 












. TELEPHONE NUMBERS. 
Paoli Yard Office — 296-2048 
Amtrak Paoli — 895-7609 
. PASSENGER STATION PLATFORMS (OTHER THANLOW 
LEVEL). 

— None 





















. MISCELLANEOUS INSTRUCTIONS. 


A. Refer to Special Instruction 1154-A2 

B. Clearance Point “C” Sign is located at the west end of the 
Runner track 124 feet east of the fouling point to the Duck 
Under track. All crews must first stop atthe Clearance Point 
“C” Sign. Crews must then ascertain that the Duck Under 
track is clear of all equipment prior to commencing 
movement onto that track. 

C. Location and normal position of spring switches. 

West end of the Runner track, normal position is lined for 

the Duck Under track. 










15. MU YARD TRACK DESIGNATIONS AND LENGTHS. 


Track name/number length In feet — pce Maal 
a ae 
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Track name/number length in feet 0 ODDOSING... 
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NOTE 1 — Distance from end of track to spring switch is 510 feet; 
remainder of track is lead to interlocking signal. 


NOTE 2 — Tracks are lead tracks. 
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100A-A1. TIMETABLES 


In the application of Rule A, employees working within Paoli, 
Powelton Avenue, Roberts Avenue, or Wayne Jct. Electric Car 
Yards will not be required to carry their timetable with them while 
working only within the yard, but must have the timetable in their 
possession when reporting for duty, and keep them within easy 
access for reference and inspections. 


Schedule folders contain information on scheduled trains 
operated over SEPTA RRD territory or by the SEPTA RRD. 


100C-A1. QUALIFICATIONS — GENERAL 


In the application of Rule C, if absent from all railroad duty for thirty 
days or more, employees, prior to reporting for duty on the RRD 
System, must notify the Rules and Instruction Department of such 
absence. The Rules and Instruction Department will examine the 
employee so reporting to ascertain the employee’s knowledge and 
understanding of any General Orders, Bulletin Orders or changes 
in the operating rules which may have been issued during his 
absence. The result of this examination will be shown on the 
prescribed form. 


100C-A2. QUALIFICATIONS — OPERATING RULES 


In the application of Rule C, train and engine service employees 
are required to attend an Operating Rules Class and pass an 
examination prior to the last day of the month of the anniversary of 
their birthday in each calendar year. 


In the application of Rule C, employees other than train and engine 
service employees are required to attend an Operating Rules 
Class and pass an examination as prescribed by the Rules and 


Instruction Department. 


Under these conditions, if a situation exists that would cause an 
employee to have a period in excess of twelve months between 
Operating Rules classes, the employee(s) may be required to 
attend two Rules classes in one calendar year. 


100C-A3. QUALIFICATIONS — AIR BRAKE AND 
EQUIPMENT 


In the application of Rule C, SEPTA RAD train and engine service 
employees must attend a class of instruction and pass an 
examination prior to the last day of the month of the anniversary of 
their birth or as required by proper authority on SEPTA RRD's Air 
Brake and Equipment Instruction Manual. 


In the application of Rule C, train and engine service employees of 
foreign railroads performing service over SEPTA RRD territory will 
be in compliance by having attended an air brake instruction class 
administered by their respective railroads. 


100C-A4. QUALIFICATION — 
PHYSICAL CHARACTERISTICS 


In the application of Rule C, itis the responsibility of each employee 
who becomes qualified on the Physical Characteristics of the 
railroad to maintain such qualifications in accordance with the 
policies of the Rules and Instruction Department and the applicable 
Operating Rules. 
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SPECIAL INSTRUCTIONS 


100C-A5. QUALIFICATIONS — MEDICAL 


In the application of Rule C, employees required to pass a regular 
periodical physical examination (biennial or annual), or special 
periodical, (as explained herein,) are responsible for making an 
appointment by contacting the Medical Department 


Such examination must be completed not later than the last day of 
the month of the anniversary of the employee's birth or as may be 
directed by a special periodical. 


Regular periodicals are required as follows: 
Locomotive Engineers — 
Annually, regardless of age. 
Ail others — 
Biennial, (once every two years) 


Special periodicals are required as frequently as deemed 
necessary in the judgement of the Medical Department and as 
directed when returning from furlough, illness or injury. 


100F-A1. REGIONAL RAIL DIVISION ACCIDENT/ 
INCIDENT REPORT FORM 


In the application of Rule F, Accident/Incident Form (Form F-364) 
must be used to report all accidents/injuries. This form must be 
completed by each employee involved in the accident/incident 
and turned in as soon as possible to either the SEPTA Supervisor 
on the scene or at Penn Center (Stationmaster’s office) to the 
Terminal Supervisor. 


This form contains spaces for information such as the date, 
location, environmental conditions, train numbers, crew names, 
vehicle(s) (if any), injuries, witness(es), and provision for a diagram. 
Take care when completing this form and make sure to fill in as 
much information as possible and that all information is legible. The 


person completing the form must sign their name and account 
number on page 2 of the form. 


Forms are available at Roberts Ave. Yard (Yardmaster’s office}, 
Powelton Ave. Yard (Yardmaster’s office), the Stationmaster's 
Office at Penn Center (Suburban Station} and the Regional Rail 
Division Headquarters (Suite 600, 1515 Market St, Phila., PA 
19102). 


This does not eliminate properly completing the “Occupational 
Injury Forms” by the Supervisor and Employee. 


100G-A1. USE OF INTOXICANTS 


In the application of Rule G, certain intoxicants/controlled 
substances remain present in the body and effect bodily functions 
for extended periods of time. 


Because of the unpredictable residual effects of certain 
intoxicants and/or controlled substances, the presence of such 
substances in employees: 


1. off-duty but subject to duty or reporting for duty; 
2. on Company property or in recognizable uniform; 
3. or possession of such by employees while on duty; 


is prohibited. Any employee suspected of being in violation of this 
instruction may be required to submit to a blood/urinalysis or other 
toxicological test(s). 

An employee found to be under the influence of, or, so tested, 
whose test(s) results show a qualitative and/or quantitative trace of 
such material in his system shall be discharged from the 
Company's service. 


Any employee who refuses to submit to such testing shall be 
subject to discharge from the Company’s service. 
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100J-A1. UNIFORMS 


In the application of Rule J, SEPTA RRD Terminal and Passenger 
Attendants and Conductors engaged in passenger service must 
wear the standard issue RRD uniform while on duty. 


Employees must be neat in appearance. Beards may be worn but 
may extend no more than one and one-half inches from the face 
and must be neatly trimmed. Mustaches must be neat and trimmed 
above the lip. Sideburns must not extend below the earlobe and 
must be neatly trimmed and squared at the extremities. Hair must 
be neat and combed so as not to extend over the collar or in any 
way interfere with vision, hearing and/or safety. If hair would extend 
below the collar, it must be pinned up and wom under uniform cap 
to effect a neat appearance. 


Paraphernalia must be carried in such manner as to assure a neat 
appearance at all times. Wearing pins, badges, stickers, or other 
items on the uniform which are not authorized by the Company is 
prohibited. 


Summer uniforms may be worn during Daylight Saving Time. 
Winter uniforms will be worn at all other times and when deemed 
necessary by the individual. 


WINTER UNIFORM REQUIREMENTS are as follows: 

Black or dark blue raincoat is optional; 

Uniform coats must be buttoned except when Conductors and 
Passenger Attendants are actually engaged in collecting trans- 
portation; 

Sweater or vest, when vest is worn it must be buttoned; 

A clean, plain, white broadcloth shirt with either long or short elbow 
length sleeves with all buttons buttoned; 

A maroon tie tied in a four-in-hand knot; 

Trousers with a black belt; 

Black hose and black shoes; 

The uniform must be clean and pressed, and must not be frayed or 
excessively worn; 

Nameplate must be worn on pocket of coat designed for nameplate 
and in a manner that it is easily read. 

Hats with badge must be worn as intended and may not be tilted; 
Female employees will be governed by these additional instruc- 
tions. They must wear a skirt or trousers, a maroon tie tied in a 
four-in-hand knot or a maroon cross tie, and an overseas cap with 
badge or the standard uniform hat with badge. When wearing the 
standard uniform hat, it must be worn as intended and must not be 
worn tilted. They shall wear neutral colored hose when in skirt. 


SUMMER UNIFORM REQUIREMENTS are as follows: 

A clean, plain, white broadcloth shirt with short elbow length 
sleeves with ail buttons buttoned; 

A maroon tie tied in a four-in-hand knot; 

Trousers with a black belt; 

Black hose and black shoes; 

The uniform must be clean and pressed, and must not be frayed or 
excessively worn; 

Nameplate must be worn on pocket of coat designed for nameplate 
and in a manner that it is easily read. 

Hats with badge must be worn as intended and must not be worn 
titted. Hats are optional between June 15 and September 15; 
Female employees will be governed by these additional instruc- 
tions. They must wear a skirt or trousers, a maroon tie tied in a 
four-in-hand knot or a maroon cross tie, and an overseas cap with 
badge or the standard uniform hat with badge. When wearing the 
standard uniform hat, it must be worn as intended and must not be 
worn tilted. Hats are optional between June 15 and September 15. 
The shall wear neutral colored hose with skirt. 
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100L-A1. ACCIDENTS 


In the application of Rule L, any employee involved in or witnessing 

an accident involving SEPTA, shail be cooperative and supportive iN 
in their dealings with police. Employees are required to give police = 
their name, account number, train identification, the address of the 
Regional Rail Division Headquarters (Suite 600, 1515 Market St, 
Phila., PA 19102) or their home address, the telephone number of 
the Regional Rail Operations Center (574-8050) and the names of 
ail persons involved in the accident The police may interview 
passengers who may have witnessed the accident. Employees 
shall not make any statement, verbal or written, about the accident 
to police or any one other than a representative of SEPTA’s Claims 
or Legal Departments, or to the authorized representative of the 
employee’s own department. Passengers must be advised as to 
the cause and possible duration of delay. 


100L-A2. EMPLOYEES AUTHORIZED TO RIDE THE 
OPERATING CAB OR VESTIBULE OF A TRAIN 


In the application of Rule L, under no circumstances are more than 
four persons, including the assigned crew, allowed to ride in the 
operating cab of a locomotive. 


The following are the only personnel authorized to be in the 
operating cab of a locomotive or the vestibule of passenger trains 
in SEPTA RROD Territory: 


1. Crew members in the performance of their duties, 
2. Personnel with a Head End Pass valid for 1987, 
3. Personne! with a current letter signed by the Chief Officer 
RRD, Director RRD Transportation, General Superintendent, 
or Assistant General Superintendent, 
4, Personnel with a “Qualifying/Remaining Qualified” form eo 


signed by the Assistant General Superintendent/Rules and 
instruction Department. 


100R-A1. MEDICAL DEPARTMENT 


In the application of Rule R, except in case of emergency, 
examinations by the Medical Department are performed by 
appointment only. 


The Medical Department can be contacted at 574-2645 


100R-A2. HOSPITALS 


In the application of Rule R, name, address and telephone numbers 
of hospitals may be obtained from the train dispatcher. 


In an emergency contact local police, fire or rescue squads using 
any method available. 


In the event of an injury, employees should be taken to the nearest 
hospital or emergency treatment center. 
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1001-A1. STANDARD TIME 


In the application of Rule 1, Eastern Standard Time applies; correct 
time may be obtained from the Regional Rail Operations Center or 
the following public telephone sources: 


(202) 653-1800 
(215) 846-1212 


Effective 2:00 A.M. on the first Sunday of April, Standard Time must 
be advanced one hour. This is Daylight Saving Time. 


Standard clocks must be advanced one hour at 2:00 A.M., and time 
changed to 3:00 A.M., Standard Time. Employees advancing 
standard clocks must, as soon as the change has been made, 
compare time with the train dispatcher. Offices where standard 
clocks are located, which are not open at 2:00 A.M., must advance 
clocks one hour at time the office is opened and compare time with 
the train dispatcher. 


Effective 2:00 A.M., on the last Sunday of October, Standard Time 
must be set back one hour. 


Standard clocks must be set back one hour at 2:00 A.M., and time 
changed to 1:00 AM., Standard Time. Employees setting back 
standard clocks must, as soon as the change has been made, 
compare time with the train dispatcher. Offices where standard 
clocks are located, which are not open 2:00 A.M., must set back 
clocks one hour at time office is opened and compare time with the 
train dispatcher. 


When time changes, employees who are required by Rule 2 touse 
a reliable watch and are on duty when time changes, must adjust 
their watch as soon as possible without incurring delay to train 
movements. Employees must compare their watch with a standard 


clock or secure time from the train dispatcher, as soon as 
practicable, after time changes. 


1011-A1. USE OF FUSEES 


In the application of Rule 11, employees must not place or drop 
lighted fusees on public grade crossings which are surfaced for 
vehicular traffic with structural foam panels. When necessary to so 
protect such crossings, fusees must be placed on the roadway at 
least 5 feet from the edge of such panels. 
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1027-A1. Inthe application of Rule 27, use chart for identifying 
signal lights for proper reporting of imperfectly displayed position 


light signals. : 


ONE ARM 
HIGH SIGNAL 
Bottom Arm 


TWO ARM rd 
HIGH SIGNAL 


Oe 
Ono 


OLD STYLE 
DWARF SIGNAL 


Q) © 


NEW STYLE 
DWARF SIGNAL PEDESTAL SIGNAL 
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1027-A2. Inthe application of Rule 27, use chart for identifying 
signal lights for proper reporting of imperfectly displayed color light 
signals if the color cannot be positively determined. 





O © 
@ 
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1034-A1. EXCEPTED EMPLOYEES 

In the application of Rule 34, when in the performance of their 
duties, the following employees are relieved from complying with 
the requirements of Rule 34 when occupying the leading engine or 
car of a train: operators, Electric Traction Department employees, 
Track Department employees, Communications Department 
employees, Signal Department employees, and Maintenance 
Department employees. 


1035-A1. FUSEES AND TORPEDOES 


In the application of Rule 35, SEPTA RRD train and engine service 
employees must carry 5 fusees and 5 torpedoes. 


1074-A1. BULLETIN ORDERS 


In the application of Rule 74, Bulletin Orders will be issued on a 
once-a-week basis, effective 2:01 A.M. each Saturday. Each new 
Bulletin Order will supersede the previous Bulletin Order and will 
contain all current information. 


1076-A1. OBSERVATION OF TRAINS FOR DEFECTS — 
USE OF TEMPILSTIK: 


In the application of Rule 76, SEPTA RRD Conductors and 
Engineers must have a 200-degree Tempilstik while on duty. 
Conductors of foreign railroads must have the T empilstik issued by 
their railroad while on duty in SEPTA RROD territory. 


Tempilstik must be used when necessary to determine if an axle 
bearing is overheated and is safe to continue in service. To 
properly use the Tempilstik, stroke the outside surface of the top of 
the journal box or the outside surface of the adapter on rotating-cap 
type roller bearings. If a liquid smear results, obtain instructions 
from train dispatcher. 


1099-A1. MINIMUM FLAGGING DISTANCES 


In the application of the operating rules, when a train stops and 
flagging protection is required, a crew member must provided flag 
protection for the train as determined by the maximum authorized 
speed within the distance required for protection, applicable to the 
track as shown in the table below. 


Maximum Authorized Speed Minimum Flagging Distance 


91 MPH or Greater 2 miles 
Between 41 & 90 MPH 1% miles 
Between 31 & 40 MPH 1 mile 
Between 21 & 30 MPH Ye mile 
20 MPH & less % mile 


1103-A1. PUBLIC CROSSINGS AT GRADE 


In the application of Rule 103, whenever crossing protection is 
operated manually, it must be restored to normal after movementis 
completed: and control boxes must be locked. 


Attention is called to the following extract from an order issued by 
the Pennsylvania Public Utility Commission, State of Pennsylvania: 


“A light shall be displayed on the head end of drafts crossing, at 
grade, during the hours of darkness whether or not the tracks 
constitute a part of a railroad yard, except at times when such 
crossing is protected either by gates, automatic highway crossing 
signals, watchman or train service employees.” 
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Column Table for Public Crossings at Grade 
(refer to Item 9 of individual lines) 
X — Indicates Method of Operation 


COLUMN 1 — Trains must stop before passing over highway 
crossing and a member of crew must protect the 
crossing in advance of each movement. 


COLUMN 2 — Automatic highway crossing protection provided 
on sidings, yard or other auxilliary tracks, indicates 
the approach of a train. 


COLUMN 3 — Apparatus provided to interrupt operation of auto- 
matic highway crossing protection automatically. 


COLUMN 4 — Apparatus provided to interrupt operation of 
automatic highway crossing protection manually. 


COLUMN 5 — Trains must stop within limit marked by yellow 
stripe on side of rail (approximately 70 feet each 
side of crossing) but clear of highway until crossing 
protection is operating and highway is clear. If 
automatic protection fails to function, member of 
crew must protect the crossing in advance of each 
movement. 


COLUMN 6 — Highway crossing protection must be operated 
manually to protect train movement. 
1104-A1. DUAL CONTROL SWITCHES 


In the application of Rule 104, Dual Control switches must not be 
hand-operated until permission is obtained from train dispatcher or 
operator. 


Operation of Dual Control Switches. 


SELECTOR LEVER 


HAND-THROW LEVER 


SELECTOR LEVER 
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. Remove switch lock from both the “Selector” and “Hand 
Throw” levers. 

. Throw “Selector” lever to hand operation position. 

. “Hand Throw” lever must be operated until switch points are in 
desired position. 
This procedure will insure the proper engagement of 
“Hand Throw” lever and desired position of switch to 
correspond. 

. Donotmove “Selector” lever from hand operation position until 
entire movement has passed over switch. 

. Place “Hand Throw” and “Selector” lever in positions 
designated by train dispatcher or operator and secure with 
switch locks. 


1104-A2. OPERATION OF ELECTRIC LOCKS 


In the application of Rule 104, electric locks must not be operated 
until permission is obtained from train dispatcher or operator. 


EXITING THE MAIN 

When occupying the track circuit, after removing switch lock from 
housing of keeper latch, operate the lever. This will either be a lock 
mechanism lever operated by hand (on the pedestal type) or a foot 
pedal which must be depressed (on the between-the-rails type). 
This will change the status indicator from ‘‘locked/ 
padiocked” to “unlocked”. 


If derail is interconnected with switch, operate derail first. To close 
up, reverse the above procedure. 


No waiting time period is required. 


ENTERING THE MAIN 


After receiving verbal permission to occupy the main, operate the 
lever or foot pedal as outlined above. 


If the status indicator does not change to ‘‘unlocked’”’ 
immediately, this will necessitate a waiting period, since there is 
either a train on the approach to the circuit (from either direction) or 
there is some other interruption of the track circuit. In general, the 
longest waiting period on the SEPTA RRD system is 8 minutes, 30 
seconds. (Once the foot pedal or lever has been activated, the 
timer begins the “run down”. Do not attempt to re-establish the 
position of the foot pedal or lever after its initial activation, since this 
will cause the timer to reset and begin the “run down” again.) 


At the expiration of the waiting time period, the status indication will 
then change to “unlocked.” 


Operate the derail and switch as outlined above. To close up, 
reverse the above procedure. 


1126-A1. SECURING EQUIPMENT WITH CONTROL STAND 
UNATTENDED 


In the application of Rule 126, the engineer and conductor are 
jointly responsible for securing equipment in which control stand is 
to be left unattended. Action must be taken to prevent any 
undesired movement of such equipment. 


If the engineer must leave the control stand unattended, equipment 
must be secured by applying sufficient hand brake(s), an 
emergency application made, and the brake handle(s) removed 
and kept in the possession of the engineer. 


if the overhead catenary power is de-energized or if equipment is 
shut down for a period exceeding 5 minutes, a sufficent number of 
hand brakes must be applied to assure equipment does not “drift” 
due to leakage of brake cylinder pressure. 
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1154-A1. OPERATION OF MU EQUIPMENT FROM OTHER 
THAN LEADING UNIT 


MU equipment must be operated with engineer located on leading 
end in direction of movement when conditions permit, except as 
follows: 


. PAOLI — From yard to station via Duck-under 

. MEDIA — From yard to station, from Media to Elwyn, from 
Elwyn to Media. | 

. CHESTNUT HILL EAST — From yard to station. 

. DOYLESTOWN — From yard or siding to station. 

. WARMINSTER — From storage track to main. 

. In switching movements. 

. In the event of emergency, when MU equipment must be 
operated from other than the leading car. 


When necessary to operate MU equipment from other than the 
leading end in direction of movement, a qualified conductor will 
take position on leading platform. 


if conductor can control emergency brakes, communicating signal 
and whistle (horn), as confirmed by test performed by members of 
crew, train may proceed atspeed not to exceed 30 MPH, on signal 
indication. 


If conductor is unable to control all of the features specified in 
preceding paragraph, leading car(s) must be cleared of passengers 
and train may proceed, on hand signals, not exceeding Restricted 
Speed, to first point where car(s) may be set off. 


1154-A2. LOST ARTICLES 


Articles found on trains must be turned in to the Stationmaster’s 
Office at Penn Center (Suburban Station). Trains operating through 
Penn Center (Suburban Station) will notify Broad by radio to notify 
Station supervision to meettrain to pick up lost and found articles. 
Alt iost and found articles from outlying points must be returned to 
the Stationmaster’s Office at Penn Center (Suburban Station). 


1154-A3. SMOKING REGULATIONS 
Smoking is prohibited on SEPTA RRD equipment. 


1154-A4. MU ELECTRIC CAR HEATING 


During layover or storage at outlying points train heat switch should 
be turned off on SEPTA RRD RER equipment. 


1154-A5. RELIEVING CREWS ENROUTE 


When train and/or engine crews are relieved on an assignment 
enroute, the outgoing crew must provide the incoming crew with all 
necessary information, such as unfulfilled train orders, required air 
brake and cab signal information, messages, reason for delays, 
etc.; the incoming crew must have a proper understanding thereof 
before proceeding. 


GO. 
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1154-A6. LOCATION OF CONDUCTORS AT STATION 
PLATFORMS 


At high level platforms the conductor will be stationed at the rear 
working door of the train with the door open and will be responsible 
for starting the train. 


At low level platiorms the conductor will be stationed at the rear 
working door of the train with the door open and will be responsible 
for starting the train. 


Atall stations the conductor must remain at the rear open door and 
must observe the platform until the train clears the station and be in 
that position to receive train orders and make necessary operating 
moves. 


1154-A7. PROCEDURE FOR REPORTING TO THE TRAIN 
DISPATCHER 


At points where crews initially report for duty, take charge of a train 
enroute, secure equipment before going off duty and at all 
turnaround points, the conductor or engineer of the crew must 
report the following information to the operator in charge of that 
territory via wayside phone at all times except where wayside 
system is not in service: 


. Train and engine or MU numbers (lead car first) 

. Name and time on duty of the conductor and engineer 
. Arrival time at turnaround points and final terminals 

. Amount of delay, if any 

. Reason for delay 

. Departing train number at turnaround points 

. Time of departure at tumaround points 


1154-A8. MU EQUIPMENT STORAGE AND 
PREPARATION PROCEDURES 


STORING EQUIPMENT 
The following procedure must be followed when storing MU 
equipment with the pantograph down: 


. Lower pantograph. After pantograph is latched down, 
“Pantograph Down” switch must be returned to normal 
position. 

. Apply sufficient hand brakes. 

. On RER equipment — Open the battery knife switch in the 
vestibule panel on the “A” end. 

On Silverliner | equipment — Open battery circuit breaker in 
electrical locker inside coach. 

On Silverliner Il and Ill equipment — Open battery circuit 
breaker in circuit breaker panel “A” end. 

On Silverliner IV equipment — Open all breakers on the 
lefthand side of the circuit breaker panel “B” end. 

. Shut off all headlights, markers, vestibule, coach and platform 
lights. 

. Lock all coach doors and vestibule doors. 

. Chock wheels. 


The following procedure must be followed when storing MU 
equipment with the pantograph raised: 


1. Apply sufficient hand brakes. 

2. Shut off all headlights, markers, vestibule, coach and platform 
lights. 

3. Lock all coach doors and vestibule doors. 

4. Chock wheels. 
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PREPARING EQUIPMENT 

Perform walk around inspection. Observe equipment for any visual 
defects (i.e. opened electrical boxes, brake rigging hanging, 
misaligned brake shoes), and any other defects that would prevent 
the safe movement of the train. 


The following procedure must be followed when preparing MU 
equipment with the pantograph down: 


1. Unlock all coach doors and vestibule doors. 

On Silverliner IV equipment, doors may fail to operate due to 
depleted batteries. If this occurs: 

. Raise the pantograph with the pump (return the cock to 
automatic position) or pantograph pole. 

. With the key inserted in the outside key switch, let the 
spring loaded cover hold it in the “open” position. 

. Depress “MA” button in Box #1 (hold 3 seconds). 

. Door will open provided the door breakers are closed 
inside the car. 

. After the car starts, immediately reset the battery charger 
on the outside of the car. Push the buttons above the 
tripped light to reset. 

. Close all circuit breakers 
On RER equipment — Close the battery knife switch in the 
vestibule panel on the “A” end. 
On Silverliner | equipment — Close battery circuit breaker in 
electrical locker inside coach. 
On Silverliner II and II equipment — Close battery circuit 
breaker in circuit breaker panel “A” end. 
On Silverliner IV equipment — Close all breakers on the 
lefthand side of the circuit breaker panel “B” end. 

. Raise pantographs 
On RER and Silverliner | equipment — Raise all pantographs 
using a pantograph pole due to the longer required charging 
time of the equipment. 
On Silverliner li and Ill equipment — Raise a sufficient 
number of pantographs to charge the train. These cars will 
startup once the pantograph is raised. All other pantographs 
can be raised by depressing the pantograph raise button from 
the operating control stand with the control plug inserted, 
once the main reservoir pressure is at least 60 psi. 
On Silverliner IV equipment — Raise a sufficient number of 
pantographs to charge the train. If this equipment is in a mixed 
consist, raise the pantograph on the Silverliner II or Ill first. 
They will also start up any Silverliner !V in the consist as long 
as the “MA” is not tripped and the Silverliner lV pantograph is 
raised. All other pantographs can be raised by depressing the 
pantograph raise button from the operating control stand with 
the control plug inserted, once the main reservoir pressure is 
at least 60 psi. 

4. Additional items for Silveriner !V equipment — Reset all “No 
Motion” buttons in consist and check all end-door bypass 
switches in consist so they are in the “bypass” position. 

5. Turn on necessary headlights, markers, vestibule, coach and 
platform lights. 

6. Perform ail air brake and cab signal tests required. 

7. Release hand brakes. 

8. Remove chocks from wheels. 
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The following procedure must be followed when preparing MU 
equipment with the pantograph raised: 


1. Unlock all coach doors and vestibule doors. 

2. Turnon necessary headlights, markers, vestibule, coach and 
platform lights. 

3. Perform all air brake and cab signal tests required. 

4. Release hand brakes. 

5. Remove chocks from wheels. 


1154-A9. SECURING MU EQUIPMENT AT CHESTNUT HILL 
EAST, CHESTNUT HILL WEST, DOYLESTOWN 
AND WEST TRENTON 


During Daylight Saving Time and when directed by the train 
dispatcher, MU equipment must be secured in accordance with 
Special Instruction 1154-A8 with the pantograph lowered. 


1154-A10. EQUIPMENT DEFECT CARD (MP11) 


SEPTA RRD employees must fill outan MP11 Defect Report when 
there is an equipment failure enroute or a defect of the equipment. 
The MP11 must be properly completed and submitted as follows: 


1. Report all equipment failures to the operator in charge via the 
radio or wayside telephone at the end of your trip. 

2. Operator will report all equipment failures to the train 
dispatcher. 

3. Atthe completion of each trip that had an equipmentfailure or 
defect of the equipment, a member of the crew must properly 
complete an MP11 for each defective piece of equipment. 
When the form is completed it mustbe placed on the defective 
equipment at the same location where the blue form is found. 


1154-A11. ITEMS PROHIBITED ON PASSENGER 
TRAINS 


1. Articles, packages and bicycles are prohibited; 

except hand luggage, small packages and collapsable 
bicycles are permitted but must be placed where they do not 
interfere with the free movement of passengers or with the 
operating mechanisms of the equipment. 

. Combustible or explosive items or liquids are prohibited; 

. Dogs, cats or other animals are prohibited; 
except trained dogs of blind and/or deaf persons, police dogs 
on a leash and small animals carried-in-a covered container 
without danger to, or offense to other passengers. 

. Radios, tape players or televisions are prohibited; 
except when earphones are used and the sound level is not 
offensive to other passengers. 


No aforementioned items will be placed in vestibule areas and 
employees shail assume no responsibility for items left unattended. 


1154-A12. HANDICAPPED PERSONS 


Handicapped persons must be capable of getting on or off RRD 
trains without the assistance of SEPTA RRD employees. 


Non-collapsable wheel chairs must be secured in the designated 
location on SEPTA RRD equipment. The car numbers equipped 
with non-collapsable wheel chair areas are as follows: 171, 173, 
175, 177, 179, 181, 183, 185 and 187. 


Wheel chairs are not permitted to occupy the vestibules or aisles of 
moving trains. 
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1154-A13. DYNAMIC BRAKE 


SEPTA RRD equipment equipped with dynamic brakes must have 
the feature “cut in” at all times. 


If adefect occurs it must be reported to the operator and may not be 
“cut out” unless authorized by the train dispatcher or operator, 
when authorized by the train dispatcher. 


If the dynamic brake has been cut out, a report must be filed on an 
MP11 upon completing the trip. 


1154-A14. APPLICATION AND RELEASE AIR TEST 


SEPTA RRD train and engine service employees, when receiving 
an MU train which has been given an initial terminal brake test by 
Maintenance Department employees and provided with an “air 
slip”, must perform an application and release of the brakes prior to 
departing the initial terminal. This test will be performed by 
observing the air gauge on the rear end of the rear car. 


Note — On cars not equipped with a brake pipe pressure gauge, 
the level and activity of brake pipe pressure will be indicated by the 
equalizing reservoir gauge on the head end and the brake cylinder 
gauge on all trailing control stands. 


1154-A15. CHARGING PROCEDURE FOR SILVERLINERS I, 
ll and ill LOCOMOTIVES 


With a sufficient number of hand brakes applied to secure 
equipment; 


. Insert the control plug into control receptacle. 

. Depress the cab signal acknowledging pedal. 

. Insert the brake valve handle into the brake valve and cut the 
brake valve in. 

. Depress the deadman foot pedal or place the master 
controller into the “OFF” or “COASTING” position. 

. Place the brake handle in the “release” position. 

. Charge the brake system. (The brake pipe pressure on cars 
will not increase until the train stop light goes out.) 


The “suppression” position must not be used when charging the 
26-R brake system. If an attempt is made to charge the 26-R brake 
system in “suppression” position, a leakage of brake cylinder 
pressure will occur due to insufficient charging of the control/ 
selector reservoir. 


1154-A16. SERVICE ADVISORY INFORMATION NETWORK 


SEPTA RRD has developed a Service Advisory Information 
Network to keep passengers on board trains, via train crews, and 
passengers in stations informed of service disruptions. This form of 
communication is designed to assist train crews in the distribution 
of information about major delays. Upon receiving the service 
advisory announcement by radio, train crews will make announce- 
ments in all cars in service in accordance with Special Instruction 
1949-A1. 
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1155-A1. FOREIGN RAILROADS 


All freight train operation on SEPTA RFD territory will be governed 
by instructions issued by the respective railroad. 


1155-A2. LOCOMOTIVES IN SANDING SERVICE 


Engineers engaged in sanding service will communicate with the 
train dispatcher when reporting for duty to determine the territory to 
be sanded. 


Prior to departure, engineers must determine that the equipment to 
be used has been supplied with sand and sanders are in operable 
condition. 


Primary locations to be sanded are when approaching, within, and 
departing passenger stations (except when station is located within 
interlocking limits); when approaching signals which are capable of 
displaying a Stop Signal (Rule 292); when approaching highway 
grade crossings where the speed is restricted; when approaching 
bumpers. 


Locations which are not to be sanded are spring switches, semi- 
automatic switches, and interlocked switches. 


1156-A1. FLAT SPOTS 


When a flat spot(s) on a wheel of cars or locomotives develops, and 
an inspection by a qualified employee (i.e. Rail Equipment 
Department personnel, conductor, engineer or supervisor) 
determines that the flat spot is not in excess of 2 inches in length, 
and no other defect affecting the movement is observed, the train 
may continue at Normal Speed. 


On passenger equipment, if a flat spot in excess of 2 inches, but 
less than 3 inches is found, and no other defect is observed, speed 
must not exceed 10 miles per hour and a prompt report must be 
made to the train dispatcher. Passenger trains must be governed 
by the instructions received from the train dispatcher pertaining to 
the discharge of passengers, and the train moved directly to a 
dedicated repair facility. 


On freight equipment, if a flat spot in excess of 2 inches, but less 
than 3 inches is found, and no other defect is observed, speed must 
not exceed 10 miles per hour and a prompt report must be made to 
the train dispatcher. 


If a flat spot of 3 inches or greater is found, train must remain 
stopped unti! report is made and instructions received from the 
train dispatcher. Passenger trains must be governed by the 
instructions received from the train dispatcher pertaining to the 
discharge of passengers, and the train moved directly to a 
dedicated repair facility. 


1156-A2. EXCESSIVE HEAT — TRAIN OPERATION 


When the temperature is in excess of 90 degrees fahrenheit trains 
must not exceed 50 MPH, account catenary and track conditions. 
Trains are permitted to receive notification by radio from the train 
dispatcher or operator when the temperature is in excess of 90 
degrees. When crews are relieved, this information must be 
passed on to the relieving crew. 
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